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Studco® is the leader in manufacturing innovative 
metal building systems for the wall and ceiling 
construction industry. From humble beginnings 
in 1986 as a steel stud rollformer in Melbourne, 
Australia, Studco has developed into a truly global 
manufacturer of premium building systems for the 
commercial and residential construction industry.

Our customers succeed because of our superior 
solutions, intelligence and value.

Leaders in Innovative Building Products

•	In 2006, Studco USA was established 
in New York state to service the North 
American construction market.

•	Studco products are manufactured in 
Rochester, New York.

•	Studco uses premium USA steel.
•	Exceptional customer service and 

premium-quality systems are the key 
drivers of our success.
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INTRODUCTION

Studco metal building systems are a premier choice of some of 
America’s largest builders, architects and drywall contractors.

Studco’s building products have been installed in thousands 
of buildings throughout America in wall systems and ceiling 
systems from all major Gypsum board manufacturers including 
USG and National Gypsum Company.

Studco also works closely with a large number of alternative 
Gypsum board suppliers to create certified building systems for a 
variety of applications.

Our insistence on quality and extensive product testing provide 
substantial evidence that our products are equal to and provide 
equivalent performance characterisitics of alternative framing 
systems when used in common wall and ceiling systems, 
ensuring that the integrity of the drywall manufacturer’s warranty 
is not compromised. Our products and systems have been 
tested by a variety of independent laboratories and organizations 
such as UL, Intertek, and Star Lab.

In the pursuit of ultimate quality and performance, Studco R&D 
team has adopted a rigorous program of continuous testing 
and certification through collaborative partnerships with some of 
America’s peak research organizations and testing facilities.

Studco’s wall and ceiling systems have been tested and/or 
checked for structural integrity, seismic capacity, fire rating and 
acoustical performance, and have consistently demonstrated 
less than 1% variation in all three areas when compared to 
similiar metal framing systems. As a responsible manufacturer 
of quality products, we can provide a suite of certificates for our 
building systems, for your peace of mind:

• 	Certificate of Conformance

• 	ISO 9001 Certificate of Compliance.

• 	Compliance of Physical Properties Certificate 
(project specific)

• 	Compliance Certificate for Building Design  
(Form 15, project specific)

• Certificate of Warranty (project specific) 

• 	Engineering Design Documentation (project specific)

• 	Certified Material Test Certificates.
  

Systems Conformance
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Independent Product Testing & Certifications

The quest for optimum quality and consistency is one of the cornerstones of Studco’s reputation 
as a reliable supplier of metal building products, and we are certified with the internationally 
recognized ISO9001 Quality Management System. This benchmark of quality is rigidly applied 
to all facets of Studco’s operations; we are regularly audited by an independent body to confirm 
compliance of ISO9001, ensuring premium products and customer service to our valued 
customers at all times.
From the moment the raw materials arrive at our manufacturing facilities, we are tracking and 
recording each step of the products journey, right through to the delivery. We can even track 
the quality of our products long after they have been installed as every product is marked with a 
distinctive tracking number.

ISO 9001 Quality Management System

BOULTER INDUSTRIAL PARKWAY WEBSTER, NY 14580 USA

Wall and Partition Facings and Accessories

See General Information for Wall and Partition Facings and Accessories

Type CROCSTUD steel framing members

for use in Design Nos. U375, U403, U419, U465.

Type CROCSTUD Track steel floor and ceiling runner

for use in Design Nos. U375, U403, U419, U465.

STUDCO BUILDING SYSTEMS R27210

CIKV.R27210 - Framing Members

INTRODUCTION
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INTRODUCTION
Studco Environmental Policy

Studco’s Commitment To Environmental Responsibility

Studco are the leading manufacturers of innovative metal building systems for the wall and ceiling 
industry has a commitment to environmental responsibility. This commitment is promoted at every 
level of our business.

Our organization is committed to pursuing a high standard of environmental management 
throughout its operations to minimize the impact of our activities on the environment.

In fulfilling our environmental management commitment we will:

• Implement and maintain an environmental management system in accordance with the 
requirements of the ISO 14001 Standard.

• Comply with all relevant environmental legislation, and other initiatives to which we subscribe.

• Incorporate environmental good practice into our core business plans and management 
processes.

• Minimize negative impacts we may have on the environment, and implement pollution prevention 
practices through the efficient use of resources, and the reduction of emissions and waste.

• Strive to continually improve our environmental performance.

• Develop a framework for setting and reviewing our environmental objectives and targets.

• Ensure we work closely with our clients, suppliers, local communities and other interested 
parties.

• Foster the initiation and ownership of environmental activities by all our staff, thereby building a 
strong environmentally aware business culture.

This Environmental Policy Statement will be communicated to all staff and made available to the 
public on our website. 

Steel Stud Manufacturers Association (SSMA)

Studco’s commitment to quality management and environmental responsibility is reflected in our 
association with the Steel Stud Manufacturers Association (SSMA); the unified voice of the steel 
framing manufacturing industry.

Incorporated in 1999, the SSMA’s mission is to proactively represent cold-formed steel framing 
members, as a unified voice to the residential and light commercial construction industry serviced 
by its products, which includes contractors, distributors, design professionals, code officials and 
standards organizations. SSMA endeavors to supply products which meet or exceed standards 
established by national, state and local code bodies and by recognized industry associations.



7PH: 800.675.8023

Materials
All sections are manufactured from high quality coated steel 
which is non-hazardous, has reasonable corrosion protection and 
is immune from biological attack in all its forms. Where severe 
corrosive conditions prevail, such as acids and salt sprays, extra 
precautions will be required to ensure the life of the product. 
Consult Studco Building Systems under these circumstances.

Packaging, Handling and Storage
All framing sections are supplied in strapped bundles of varying 
weight and length. It is always desirable to leave the strapping in 
place until they are required as loose elements can be susceptible 
to damage. Bundles should be kept dry by storing under cover 
or covering with plastic sheeting as moisture can damage the 
coatings leading to reduced life and unsightly appearance. 

Safety
Eye Protection – When cutting metal sections, all operators 
should wear protective non-fogging goggles. Eye protection 
should conform to North American standard/s.

Hand Protection – Appropriate protective gloves should be 
worn when handling steel components as sharp edges can 
cause harm and cuts from splinters. Persons who suffer from 
allergies and sensitive skin conditions should handle metal 
products with caution and avoid contact with any surface 
treatments including oils (if present). Hands should be washed 
for personal hygiene and before eating.

Site Training
It is the responsibility of the contractor to ensure all workers 
are instructed and trained in organizational health and safety 
procedures, foreseeable hazards and controls. 

Workers must ensure to take reasonable care for their own 
health and safety and that of others who may be affected by 
their actions or omissions.

Flammability
Non-flammable. 

Note: Mixing of products
Any mixing of different manufacturer’s products within a system 
will void all Guarantees. Studco Building Systems will not be 
responsible for the structural performance of any structure 
designed using tables (from Studco Building System’s Design 
Manual) and applied to products not manufactured by Studco 
Building Systems. Any specification and design criteria should be 
confirmed by the project engineer prior to installation.

Studco works with qualified structural engineers to provide 
construction engineering solutions to contractors, builders and 
architects for all major projects where Studco products are 
exclusively used. Studco works with engineering services for 
installations in the following areas:

• Structural Engineering

• Seismic Engineering

• Delegated Design Engineering 

Our engineering service is backed by qualified structural 
engineers and all systems are designed for strict conformance 
to the latest expectations of all relevant USA guidelines.

For acoustically sensitive applications, our engineers can 
recommend high-performance, resilient-mounted wall and 
ceiling systems that are code compliant.

For more information, email our team: sales@studcosystems.com

Materials Safety

Engineering

Certification of Material
All products manufactured by STUDCO BUILDING SYSTEMS are certified to meet or exceed all applicable 
ASTM standards as listed below. STUDCO BUILDING SYSTEMS is also accredited to ISO9001- an 
internationally recognized standard. 

Material Specifications (ASTM)
• All STUDCO Drywall Nonstructural framing members conform to       A1003
• All STUDCO Structural framing members conform to    A1003
• All STUDCO accessories including utility angle, furring channel,
 CRC channel and all related products conform to    A1003

Coating Specification (ASTM)
• All STUDCO Drywall Nonstructural framing members conform to    C645
• All STUDCO Structural framing members conform to    C955
• All STUDCO accessories including utility angle, furring channel,
 CRC channel and all related products conform to    C645

Product Specifications (ASTM)
• All STUDCO Drywall Nonstructural framing members conform to   C645
• All STUDCO Structural framing members conform to    C955
• All STUDCO accessories including utility angle, furring channel,
 CRC channel and all related products conform to    C645/C1063

Coating Specification Explanation
All Drywall Nonstructural products have a G-40 minimum weight conforming to ASTM Specification A1003 or 
have a protective coating with the industry standard requirements of ASTM C645.
All Structural products have a G-60 minimum weight conforming to ASTM Specification A1003 or have a 
protective coating with the industry standard requirements of ASTM C645.
A G90 Coating is available upon request.

ASTM Specifications Descriptions:
A1003  Standard specification for steel sheet, Carbon, Metallic- and Nonmetallic- Coated for Cold Formed 
Framing Members
C645 Standard specification for Nonstructural Steel Framing Members
C955 Standard specification for load-bearing (transverse and axial) steel studs, runners (tracks), and bracing or 
bridging for screw application of gypsum panel products and metal plaster bases
C1063 Standard specification for installation of lathing and furring to receive interior and exterior Portland 
cement-based plaster.

UL Specifications
All Drywall studs conform to U419, U465 & U411 Standards for Fire Rated Assemblies
All Structural Studs Conform to U420 Standards for Fire Rated Assemblies

INTRODUCTION
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INTRODUCTION

CROC STUD

STRUCTURAL STUD

Metal Gauge

We don’t compromise. 
Studco prides itself on being leaders in quality and innovation. We use only Prime Galvanized Material on our coil 
stock, not Cold Reduced. Studco stud and track products are tested and proven to perform in accordance with 
EQ acceptance criteria, taking the stress and confusion out of sourcing the right product to match your project’s 
specifications. 

What is Prime Galvanized Steel? 
Studco uses only prime galvanized steel coil to produce our drywall and structural stud and track products. 
Galvanized steel is superior to cold reduced steel, due to its corrosion resistance and strength. When you order 
steel from Studco you can have peace of mind that you will receive high quality, prime hot-dip galvanized steel with 
corrosion protection. 

What is Equivalent (EQ) Stud and Track?
The term Equivalent “EQ” was developed for the standardization of cold-formed steel stud and track members, and is 
accepted to mean equivalency in performance. The EQ system allows you to find suitable framing products, regard-
less of their profile and properties, as they meet the same standards and are formed using the same production pro-
cess.

Gauge Design Thickness Minimum Thickness Mils KSI

CROCSTUD25EQ 0.0155 0.0146 15 50

CROCSTUD20EQ 0.019 0.0181 19 50

CROCSTUD30 0.0312 0.0296 30 50

CROCSTUD33 0.0346 0.0346 33 50

Gauge Design Thickness Minimum Thickness Mils KSI

20 0.0346 0.0329 33 50

18 0.0451 0.0428 43 50

16 0.0566 0.0538 54 50

14 0.0713 0.0677 68 50

12 0.1017 0.0966 97 50
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SIZE (2) MIL (3)

Type of product (1) Product size (2) Product Mils (3)

SS      6       54

Specifying Studco Part Numbers

CODE Type Mil Thikness Flange Web Widths Lip

CB Cornerbead 13 1-1/4" 1-1/4" N/A

DS CrocStud Drywall Stud 15, 18, 19, 30, 33 1-1/4" 1-5/8" - 8" 0.25

ST Standard Track 15, 18, 19, 30, 33, 43, 54, 68, 97 1-1/4" 1-5/8" - 14" N/A

DT Deflection Track w/ 2” Legs 19, 30, 33, 43, 54, 68, 97 2" 1-5/8" - 16" N/A

DT2.5 Deflection Track w/ 2-1/2” Legs 30, 33, 43, 54, 68, 97 2-1/2" 3-5/8" - 14" N/A

DT3 Deflection Track w/ 3” Legs 30, 33, 43, 54, 68, 97 3" 3-5/8" - 14" N/A

CW Curtain Wall 33, 43, 54, 68, 97 1-3/8" 3-5/8" - 8" 0.375

SS Structural Stud w/ 1-5/8” Flange 33, 43, 54, 68, 97 1-5/8" 2-1/2" - 16" 0.5

SJ2 Structural Joist w/ 2” Flange 33, 43, 54, 68, 97 2" 3-5/8" - 16" 0.625

SJ2.5 Structural Joist w/ 2-1/2” Flange 43, 54, 68, 97 2-1/2" 3-5/8" - 16" 0.625

SJ3 HEDA Jamb Stud w/ 3” Flange 43, 54, 68, 97 3" 3-5/8" - 16" 0.625

SJ3.5 HEDA Jamb Stud w/ 3-1/2” Flange 43, 54, 68, 97 3-1/2" 3-5/8" - 14" 1

SLT RapidTrack Slotted Deflection Track 30, 33, 43, 54, 68 2-1/2” 1-5/8” - 8” N/A

FC Furring Channel 18, 30, 33, 43 N/A 7/8" , 1-1/2" N/A

CRC Cold Rolled Channel 43, 54 N/A 3/4" , 1-1/2" N/A

RC Resilient Channel 18, 30 N/A 1-1/4" N/A

UA Utility Angles 18, 30, 43, 54, 68, 97 1-1/2” - 4” 1” - 4” N/A

FS Flat Strap 30, 43, 54, 68, 97 2” - 10” N/A N/A

CODE Size

34 3/4"
78 7/8"
112 1-1/2"
158 1-5/8"
212 2-1/2"
358 3-5/8"
4 4"
6 6"
8 8"
10 10"
12 12"
14 14"
16 16"

CODE Size

13 13 Mils
15 15 Mils
18 18 Mils
20 19 Mils
30 30 Mils
33 33 Mils
43 43 Mils
54 54 Mils
68 68 Mils
97 97 Mils

TYPE OF PRODUCT (1)

INTRODUCTION
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Hemmed 
Track

Ribbed face makes CrocStud 
stronger, minimizes twist and 

provides superior screw penetration

A proven interior steel stud solution; Studco CrocStud™ Steel 
Stud products are manufactured under ISO 9001 and ISO 14001 
certified Quality and Environmental Management Systems. Studco 
prides itself on being leaders in quality and innovation. 

Studco Drywall Stud products are manufactured from 33 KSI 
steel, with a minimum G40 Galvanized Coating. 50 KSI studs are 
also available on request.
 
CrocStud Drywall studs are available in many different lengths, 
web widths and gauges. All data and specifications can be found 
in the Studco Design Manual.

INTERIOR FRAMING

1-1/2” x 2-1/4” knockouts 
on 2-1/2” and larger

12"

3/4” x 1-1/2”  knockouts on 
1-5/8” Studs

12"

Available web widths: 
1-5/8”, 2-1/2”, 3-5/8”, 4”, 6” and 8”

 
3-5/8” web width

DS-358

CrocStud Hole Patterns Available web widths
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INTERIOR FRAMING

CrocStud™ Stud & Track
CrocStud stud and track products are tested and proven to perform in accordance 
with EQ acceptance criteria, taking the stress and confusion out of sourcing the 
right product to match your project’s specifications.

CrocStud products are used in a variety of applications including internal walls, 
ceiling systems, and door and window openings.

INTERIOR FRAMING

CROCSTUD DRYWALL STUD

CrocStud Drywall Stud

CODE Drywall Stud 
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

DS-15815 1-5/8" 15 Mils CrocStud Drywall Stud with 1-1/4" Flange 1-5/8" 15 Mils G40 0.0155 1-1/4" 0.23

DS-15820 1-5/8" 19 Mils CrocStud Drywall Stud with 1-1/4" Flange 1-5/8" 19 Mils G40 0.019 1-1/4" 0.28

DS-15830 1-5/8" 30 Mils CrocStud Drywall Stud with 1-1/4" Flange 1-5/8" 30 Mils G40 0.0312 1-1/4" 0.45

DS-15833 1-5/8" 33 Mils CrocStud Drywall Stud with 1-1/4" Flange 1-5/8" 33 Mils G40 0.0346 1-1/4" 0.51

DS-21215 2-1/2" 15 Mils CrocStud Drywall Stud with 1-1/4" Flange 2-1/2" 15 Mils G40 0.0155 1-1/4" 0.28

DS-21220 2-1/2" 19 Mils CrocStud Drywall Stud with 1-1/4" Flange 2-1/2" 19 Mils G40 0.019 1-1/4" 0.35

DS-21230 2-1/2" 30 Mils CrocStud Drywall Stud with 1-1/4" Flange 2-1/2" 30 Mils G40 0.0312 1-1/4" 0.55

DS-21233 2-1/2" 33 Mils CrocStud Drywall Stud with 1-1/4" Flange 2-1/2" 33 Mils G40 0.0346 1-1/4" 0.62

DS-35815 3-5/8" 15 Mils CrocStud Drywall Stud with 1-1/4" Flange 3-5/8" 15 Mils G40 0.0155 1-1/4" 0.34

DS-35820 3-5/8" 19 Mils CrocStud Drywall Stud with 1-1/4" Flange 3-5/8" 19 Mils G40 0.019 1-1/4" 0.42

DS-35830 3-5/8" 30 Mils CrocStud Drywall Stud with 1-1/4" Flange 3-5/8" 30 Mils G40 0.0312 1-1/4" 0.66

DS-35833 3-5/8" 33 Mils CrocStud Drywall Stud with 1-1/4" Flange 3-5/8" 33 Mils G40 0.0346 1-1/4" 0.75

DS-415 4" 15 Mils CrocStud Drywall Stud with 1-1/4" Flange 4" 15 Mils G40 0.0155 1-1/4" 0.36

DS-420 4" 19 Mils CrocStud Drywall Stud with 1-1/4" Flange 4" 19 Mils G40 0.019 1-1/4" 0.45

DS-430 4" 30 Mils CrocStud Drywall Stud with 1-1/4" Flange 4" 30 Mils G40 0.0312 1-1/4" 0.72

DS-433 4" 33 Mils CrocStud Drywall Stud with 1-1/4" Flange 4" 33 Mils G40 0.0346 1-1/4" 0.81

DS-615 6" 15 Mils CrocStud Drywall Stud with 1-1/4" Flange 6" 15 Mils G40 0.0155 1-1/4" 0.46

DS-620 6" 19 Mils CrocStud Drywall Stud with 1-1/4" Flange 6" 19 Mils G40 0.019 1-1/4" 0.58

DS-630 6" 30 Mils CrocStud Drywall Stud with 1-1/4" Flange 6" 30 Mils G40 0.0312 1-1/4" 0.92

DS-633 6" 33 Mils CrocStud Drywall Stud with 1-1/4" Flange 6" 33 Mils G40 0.0346 1-1/4" 1.04

DS-830 8” 30 Mils CrocStud Drywall Stud w/1-1/4” Flange 8” 30 Mils G40 0.0312 1-1/4” 1.10

DS-833 8” 33 Mils CrocStud Drywall Stud w/ 1-1/4” Flange 8” 33 Mils G40 0.0346 1-1/4” 1.21

G60 Coatings and 50 KSI options are available on request. Contact the Studco team for more information.
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INTERIOR FRAMING

CROCSTUD DRYWALL TRACK

CrocStud Drywall Track

CODE Drywall Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

ST-15815 1-5/8" 15 Mils CrocStud Drywall Track with 1-1/4" Legs 1-5/8" 15 Mils G40 0.0155 1-1/4" 0.22

ST-15820 1-5/8" 19 Mils CrocStud Drywall Track with 1-1/4" Legs 1-5/8" 19 Mils G40 0.019 1-1/4" 0.27

ST-15830 1-5/8" 30 Mils CrocStud Drywall Track with 1-1/4" Legs 1-5/8" 30 Mils G40 0.0312 1-1/4" 0.41

ST-15833 1-5/8" 33 Mils CrocStud Drywall Track with 1-1/4" Legs 1-5/8" 33 Mils G40 0.0346 1-1/4" 0.46

ST-21215 2-1/2" 15 Mils CrocStud Drywall Track with 1-1/4" Legs 2-1/2" 15 Mils G40 0.0155 1-1/4" 0.51

ST-21220 2-1/2" 19 Mils CrocStud Drywall Track with 1-1/4" Legs 2-1/2" 19 Mils G40 0.019 1-1/4" 0.34

ST-21230 2-1/2" 30 Mils CrocStud Drywall Track with 1-1/4" Legs 2-1/2" 30 Mils G40 0.0312 1-1/4" 0.51

ST-21233 2-1/2" 33 Mils CrosStud Drywall Track with 1-1/4" Legs 2-1/2" 33 Mils G40 0.0346 1-1/4" 0.57

ST-35815 3-5/8" 15 Mils CrosStud Drywall Track with 1-1/4" Legs 3-5/8" 15 Mils G40 0.0155 1-1/4" 0.34

ST-35820 3-5/8" 19 Mils CrosStud Drywall Track with 1-1/4" Legs 3-5/8" 19 Mils G40 0.019 1-1/4" 0.41

ST-35830 3-5/8" 30 Mils CrosStud Drywall Track with 1-1/4" Legs 3-5/8" 30 Mils G40 0.0312 1-1/4" 0.63

ST-35833 3-5/8" 33 Mils CrosStud Drywall Track with 1-1/4" Legs 3-5/8" 33 Mils G40 0.0346 1-1/4" 0.71

ST-415 4" 15 Mils CrosStud Drywall Track with 1-1/4" Legs 4" 15 Mils G40 0.0155 1-1/4" 0.34

ST-420 4" 19 Mils CrosStud Drywall Track with 1-1/4" Legs 4" 19 Mils G40 0.019 1-1/4" 0.44

ST-430 4" 30 Mils CrosStud Drywall Track with 1-1/4" Legs 4" 30 Mils G40 0.0312 1-1/4" 0.66

ST-433 4" 33 Mils CrosStud Drywall Track with 1-1/4" Legs 4" 33 Mils G40 0.0346 1-1/4" 0.75

ST-615 6" 15 Mils CrosStud Drywall Track with 1-1/4" Legs 6" 15 Mils G40 0.0155 1-1/4" 0.45

ST-620 6" 19 Mils CrosStud Drywall Track with 1-1/4" Legs 6" 19 Mils G40 0.019 1-1/4" 0.57

ST-630 6" 30 Mils CrosStud Drywall Track with 1-1/4" Legs 6" 30 Mils G40 0.0312 1-1/4" 0.87

ST-633 6" 33 Mils CrosStud Drywall Track with 1-1/4" Legs 6" 33 Mils G40 0.0346 1-1/4" 0.99

ST-830 8" 30 Mils CrocStud Drywall Track with 1-1/4" Legs 8" 30 Mils G40 0.0312 1-1/4" 1.08

G60 Coatings and 50 KSI options are available on request. Contact the Studco team for more information.
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INTERIOR FRAMING

G60 Coatings and 50 KSI options are available on request. Contact the Studco team for more information.

CrocStud Deflection Track

DRYWALL DEFLECTION TRACK

CODE CrocStud Premium Deflection Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

DT-15820 1-5/8" 19 Mils CrocStud Deflection Track with 2" Leg 1-5/8" 19 Mils G40 0.019 2" 0.35

DT-15830 1-5/8" 30 Mils CrocStud Deflection Track with 2" Leg 1-5/8" 30 Mils G40 0.0312 2" 0.55

DT-21215 2-1/2" 15 Mils CrocStud Deflection Track with 2" Leg 2-1/2" 15 Mils G40 0.0155 2" 0.51

DT-21220 2-1/2" 19 Mils CrocStud Deflection Track with 2" Leg 2-1/2" 19 Mils G40 0.019 2" 0.42

DT-21230 2-1/2" 30 Mils CrocStud Deflection Track with 2" Leg 2-1/2" 30 Mils G40 0.0312 2" 0.66

DT-35815 3-5/8" 15 Mils CrocStud Deflection Track with 2" Leg 3-5/8" 15 Mils G40 0.0155 2" 0.42

DT-35820 3-5/8" 19 Mils CrocStud Deflection Track with 2" Leg 3-5/8" 19 Mils G40 0.019 2" 0.51

DT-35830 3-5/8" 30 Mils CrocStud Deflection Track with 2" Leg 3-5/8" 30 Mils G40 0.0312 2" 0.78

DT-415 4" 15 Mils CrocStud Deflection Track with 2" Leg 4" 15 Mils G40 0.0155 2" 0.42

DT-420 4" 19 Mils CrocStud Deflection Track with 2" Leg 4" 19 Mils G40 0.019 2" 0.51

DT-430 4" 30 Mils CrocStud Deflection Track with 2" Leg 4" 30 Mils G40 0.0312 2" 0.87

DT-620 6" 19 Mils CrocStud Deflection Track with 2" Leg 6" 19 Mils G40 0.019 2" 0.67

DT-630 6" 30 Mils CrocStud Deflection Track with 2" Leg 6" 30 Mils G40 0.0312 2" 1.03
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INTERIOR FRAMING

SLOTTED DEFLECTION TRACK

Slotted Deflection Track

CODE Slotted Deflection Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

SLT-15830-10 1-5/8” 30 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 1-5/8” 30 Mils G40 0.0312 2-1/2" 0.67

SLT-21230-10 2-1/2" 30 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 2-1/2" 30 Mils G40 0.0312 2-1/2" 0.765

SLT-21233-10 2-1/2" 33 Mils S RapidTrack lotted Deflection Track w/ 2-1/2” Legs 2-1/2" 33 Mils G60 0.034 2-1/2" 0.867

SLT-21243-10 2-1/2" 43 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 2-1/2" 43  Mils G60 0.045 2-1/2" 1.122

SLT-21254-10 2-1/2" 54 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 2-1/2" 54  Mils G60 0.056 2-1/2" 1.15

SLT-35830-10 3-5/8" 30 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 3-5/8" 30 Mils G40 0.0312 2-1/2" 0.883

SLT-35833-10 3-5/8" 33 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 3-5/8" 33  Mils G60 0.034 2-1/2" 1.001

SLT-35843-10 3-5/8" 43 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 3-5/8" 43  Mils G60 0.045 2-1/2" 1.295

SLT-35854-10 3-5/8" 54 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 3-5/8" 54  Mils G60 0.056 2-1/2" 1.377

SLT-430-10 4" 30 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 4" 30 Mils G40 0.0312 2-1/2" 0.922

SLT-433-10 4" 33 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 4" 33  Mils G60 0.034 2-1/2" 1.045

SLT-443-10 4" 43 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 4" 43  Mils G60 0.045 2-1/2" 1.352

SLT-454-10 4" 54 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 4" 54  Mils G60 0.056 2-1/2" 1.45

SLT-630-10 6" 30 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 6" 30 Mils G40 0.0312 2-1/2" 1.131

SLT-633-10 6" 33 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 6" 33  Mils G60 0.034 2-1/2" 1.282

SLT-643-10 6" 43 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 6" 43  Mils G60 0.045 2-1/2" 1.659

SLT-654-10 6" 54 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 6" 54  Mils G60 0.056 2-1/2" 1.825

SLT-668-10 6" 68 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 6" 68  Mils G60 0.071 2-1/2" 1.825

SLT-833-10 8" 33 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 8" 33  Mils G60 0.034 2-1/2" 1.345

SLT-843-10 8" 43 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 8" 43  Mils G60 0.045 2-1/2" 1.754

SLT-854-10 8" 54 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 8" 54  Mils G60 0.056 2-1/2" 2.19

SLT-868-10 8" 68 Mils RapidTrack Slotted Deflection Track w/ 2-1/2” Legs 8" 68  Mils G60 0.071 2-1/2" 1.377

Openings

Finishings

3” leg options are available on request. Contact the Studco team for more information.

RapidTrack™ Slotted Deflection Track
For superior control of head-of-wall lateral deflection and axial rotation; Studco’s RapidTrack™ slotted deflection track is 
ideal for internal and external walls that require heavy weight loading or are subjected to dynamic wind loads. RapidTrack is 
easy to install and reduces the cost of materials and labor.

RapidTrack gives the top of the steel stud wall the ability to float within the track legs allowing vertical live load movement of 
the primary structure without transferring axial loads to the wall studs, and is suitable for seismic designs.



15PH: 800.675.8023

CODE Vortex Segmented Rebate Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

SRT-15830 1-5/8” Vortex Segmented Rebate Track w/ 1-5/8” Legs 1-5/8" 30 Mils G40 0.0296 1-5/8" 0.579

SRT-21230 2-1/2" Vortex Segmented Rebate Track w/ 1-5/8” Legs 2-1/2" 30 Mils G40 0.0296 1-5/8" 0.51

SRT-35830 3-5/8" Vortex Segmented Rebate Track w/ 1-5/8” Legs 3-5/8" 30 Mils G40 0.0296 1-5/8" 0.63

SRT-430 4" Vortex Segmented Rebate Track w/ 1-5/8” Legs 4" 30 Mils G40 0.0296 1-5/8" 0.84

SRT-630 6" Vortex Segmented Rebate Track w/ 1-5/8” Legs 6" 30 Mils G40 0.0296 1-5/8" 0.74
VORTEX SEGMENTED REBATE TRACK

1

2

3

Vortex Segmented 
Rebated Track
To mitigate tension in 
the head track flanges.

Vortex A122 Isolation Clip
To eliminate steel-on-steel 
contact between wall stud 
and head track.

Studco Stud Wall Framing
The ideal solution to create 
durable and versatile framing 
systems.U.S. Patent 10,253,498

VORTEX
HIGH PERFORMANCE FRAMING SYSTEM

Ideal for use in tall buildings that are subject to high winds, 
the Studco Vortex™ segmented rebate track profile has a 
full-length rebated pan that increases stiffness and resists 
buckling forces, to ensure profile straightness and restrict 
members from following undulating concrete surfaces.

Learn more:

VORTEX PREMIUM STUD ISOLATION CLIP

A122

VORTEX JAMB STUD ISOLATION CLIP

A132

VORTEX WALL END ISOLATION CLIP

A134
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ACCESSORY PRODUCTS

INTERIOR UTILITY ANGLES 

FLAT STRAP 

Interior Utility Angles 

Flat Strap 

CODE Interior Utility Angles 
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

UA-11218 1-1/2" x 1-1/2" 18 Mils Interior Utility Angle 1-1/2" 18 Mils G40 0.0188 1-1/2" 0.21

UA-11218-G60 1-1/2" x 1-1/2" 18 Mils Interior Utility Angle 1-1/2" 18 Mils G60 0.0188 1-1/2" 0.21

UA-11230 1-1/2" x 1-1/2" 30 Mils Interior Utility Angle 1-1/2" 30 Mils G40 0.0312 1-1/2" 0.32

UA-11230-G60 1-1/2" x 1-1/2" 30 Mils Interior Utility Angle 1-1/2" 30 Mils G60 0.0312 1-1/2" 0.32

UA-1230 1" x 2" 30 Mil Interior Utility Angle 1" 30 Mils G40 0.0312 2" 0.32

UA-1230-G60 1" x 2" 30 Mil Interior Utility Angle 1" 30 Mils G60 0.0312 2" 0.32

UA-218 2" x 2" 18 Mils Interior Utility Angle 2" 18 Mils G40 0.0188 2" 0.27

UA-218-G60 2" x 2" 18 Mils Interior Utility Angle 2" 18 Mils G60 0.0188 2" 0.27

UA-230 2" x 2" 30 Mils Interior Utility Angle 2" 30 Mils G40 0.0312 2" 0.41

UA-230-G60 2" x 2" 30 Mils Interior Utility Angle 2" 30 Mils G60 0.0312 2" 0.41

UA-21218 2-1/2" x 2-1/2" 18 Mils Interior Utility Angle 2-1/2" 18 Mils G40 0.0188 2-1/2" 0.34

UA-21218-G60 2-1/2" x 2-1/2" 18 Mils Interior Utility Angle 2-1/2" 18 Mils G60 0.0188 2-1/2" 0.34

UA-21230 2-1/2" x 2-1/2" 30 Mils Interior Utility Angle 2-1/2" 30 Mils G40 0.0312 2-1/2" 0.51

UA-21230-G60 2-1/2" x 2-1/2" 30 Mils Interior Utility Angle 2-1/2" 30 Mils G60 0.0312 2-1/2" 0.51

UA-318 3" x 3" 18 Mils Interior Utility Angle 3" 18 Mils G40 0.0188 3" 0.41

UA-318-G60 3" x 3" 18 Mils Interior Utility Angle 3" 18 Mils G60 0.0188 3" 0.41

UA-330 3" x 3" 30 Mils Interior Utility Angle 3" 30 Mils G40 0.0312 3" 0.63

UA-330-G60 3" x 3" 30 Mils Interior Utility Angle 3" 30 Mils G60 0.0312 3" 0.63

UA-430 4" x 4" 30 Mils Interior Utility Angle 4" 30 Mils G40 0.0312 4" 0.78

UA-430-G60 4" x 4" 30 Mils Interior Utility Angle 4" 30 Mils G60 0.0312 4" 0.78

All Flat Galvanized steel products 
are manufactured from 50 KSI Steel 
with a minimum of G40 Galvanized 
coating. Flat strap can be used for 
shear wall bracing and many other 
applications.

• Standard Length is 10’
• Custom sizes and lengths are 

available

All Utility Angle products are 
manufactured from 50 KSI Steel 
with a minimum of G40 Galvanized 
coating. Utility angle is used in a 
variety of  applications including 
corner reinforcement and soffit 
construction.

• Standard Length is 10’
• Available with leg heights of 

1-1/2”, 2”, 2-1/2”and 3”, 4”
• Custom sizes and lengths are 

available

CODE Flat Strap
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

FS-230 2" 30 Mils Flat Strap                     2" 30 Mils G40 0.0312 0.25

FS-243 2" 43 Mils Flat Strap                     2" 43 Mils G60 0.0451 0.31

FS-430 4" 30 Mils Flat Strap                     4" 30 Mils G60 0.0312 0.41

FS-443 4" 43 Mils Flat Strap                     4" 43 Mils G60 0.0451 0.60

FS-454 4" 54 Mils Flat Strap                     4" 54 Mils G60 0.0566 0.75

FS-568 5" 68 Mils Flat Strap                     5" 68 Mils G60 0.0713 1.16

FS-630 6" 30 Mils Flat Strap                     6" 30 Mils G40 0.0312 0.63

FS-643 6" 43 Mils Flat Strap                     6" 43 Mils G60 0.0451 0.92

FS-654 6" 54 Mils Flat Strap                     6" 54 Mils G60 0.0566 1.15

FS-668 6" 68 Mils Flat Strap                     6" 68 Mils G60 0.0713 1.44

FS-697 6" 97 Mils Flat Strap                     6" 97 Mils G60 0.1017 2.05

FS-830 8" 30 Mils Flat Strap                     8" 30 Mils G40 0.0312 0.87

FS-868 8" 68 Mils Flat Strap                     8" 68 Mils G60 0.0713 2.01

FS-1043 10" 43 Mils Flat Strap                      10" 43 Mils G60 0.0451 1.51
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ACCESSORY PRODUCTS

FURRING CHANNEL

Furring Channel

CODE Furring Channel
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

FC-7818 7/8" 18 Mils Furring Channel 2-3/4" 18 Mils G40 0.0188 7/8" 0.27

FC-7818-G60 7/8" 18 Mils Furring Channel 2-3/4" 18 Mils G60 0.0188 7/8" 0.27

FC-7830 7/8" 30 Mils Furring Channel 2-3/4" 30 Mils G40 0.0312 7/8" 0.39

FC-7830-G60 7/8" 30 Mils Furring Channel 2-3/4" 30 Mils G60 0.0312 7/8" 0.39

FC-7843 7/8" 43 Mils Furring Channel 2-3/4" 43 Mils G60 0.0451 7/8" 0.57

FC-7843-G90 7/8" 43 Mils Furring Channel 2-3/4" 43 Mils G90 0.0451 7/8" 0.57

FC-11218 1-1/2" 18 Mils Furring Channel 2-3/4" 18 Mils G40 0.0188 1-1/2" 0.34

FC-11218-G60 1-1/2" 18 Mils Furring Channel 2-3/4" 18 Mils G60 0.0188 1-1/2" 0.34

FC-11230 1-1/2" 30 Mils Furring Channel 2-3/4" 30 Mils G40 0.0312 1-1/2" 0.51

FC-11230-G60 1-1/2" 30 Mils Furring Channel 2-3/4" 30 Mils G60 0.0312 1-1/2" 0.51

FC-11243 1-1/2" 43 Mils Furring Channel 2-3/4" 43 Mils G60 0.0451 1-1/2" 0.74

FC-11243-G90 1-1/2" 43 Mils Furring Channel 2-3/4" 43 Mils G90 0.0451 1-1/2" 0.74

Furring Channel can be attached 
directly to the wall studs in wall 
applications and it can be fastened 
directly to bar joists or floor joists in 
ceiling applications.

• Can be used in both wall and 
ceiling applications.

RESILIENT CHANNEL 

Resilient Channel 

CODE Resilient Channel 
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

RC1-18 1 Leg Resilient Channel 18 Mils 1-1/4" 18 Mils G40 0.0188 0.16

RC1-30 1 Leg Resilient Channel 30 Mils 1-1/4" 30 Mils G40 0.0312 0.25

RC2-18 2 Leg Resilient Channel 18 Mils 1-1/4" 18 Mils G40 0.0188 0.22

RC2-30 2 Leg Resilient Channel 30 Mils 1-1/4" 30 Mils G40 0.0312 0.32

Resilient channel is used to separate the wall or ceiling 
structure from the drywall and effectively reduce the sound 
transmission loss. Studco makes Resilient channel in both 
25 and 20 gauge. The 25 gauge resilient channel performs 
better and achieves higher STC* rating and less sound 
transmission loss.

• Standard Length is 12’
• Available with either single or double legs
• One of the most efficient low-cost methods of reducing 

sound transmission in steel or wood framed partitions.

*Industry standard of up to STC 54 Depending on 
wall configurations

Z - FURRING CHANNEL

Z - Furring Channel

CODE Z - Furring Channel
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

ZF-118 1" 18mils Drywall Z-Furring Channel 1" 18 Mils G40 0.0188 0.18

ZF-118-G60 1" 18mils Drywall Z-Furring Channel 1" 18 Mils G60 0.0188 0.18

ZF-130 1" 30mils Drywall Z-Furring Channel 1" 30 Mils G40 0.0312 0.30

ZF-130-G60 1" 30mils Drywall Z-Furring Channel 1" 30 Mils G60 0.0312 0.30

ZF-143 1" 43mils Drywall Z-Furring Channel 1" 43 Mils G60 0.0451 0.43

ZF-143-G90 1" 43mils Drywall Z-Furring Channel 1" 43 Mils G90 0.0451 0.43
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ACCESSORY PRODUCTS 

Z - FURRING CHANNEL

Z - Furring Channel

CODE Z - Furring Channel
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/ft

ZF-154 1" 54mils Drywall Z-Furring Channel 1" 54 Mils G60 0.0566 0.54

ZF-154-G90 1" 54mils Drywall Z-Furring Channel 1" 54 Mils G90 0.0566 0.54

ZF-11218 1-1/2" 18mils Drywall Z-Furring Channel 1-1/2" 18 Mils G40 0.0188 0.22

ZF-11218-G60 1-1/2" 18mils Drywall Z-Furring Channel 1-1/2" 18 Mils G60 0.0188 0.22

ZF-11230 1-1/2" 30mils Drywall Z-Furring Channel 1-1/2" 30 Mils G40 0.0312 0.36

ZF-11230-G60 1-1/2" 30mils Drywall Z-Furring Channel 1-1/2" 30 Mils G60 0.0312 0.36

ZF-11243 1-1/2" 43mils Drywall Z-Furring Channel 1-1/2" 43 Mils G60 0.0451 0.51

ZF-11243-G90 1-1/2" 43mils Drywall Z-Furring Channel 1-1/2" 43 Mils G90 0.0451 0.51

ZF-11254 1-1/2" 54mils Drywall Z-Furring Channel 1-1/2" 54 Mils G60 0.0566 0.63

ZF-11254-G90 1-1/2" 54mils Drywall Z-Furring Channel 1-1/2" 54 Mils G90 0.0566 0.63

ZF-218 2" 18mils Drywall Z-Furring Channel 2" 18 Mils G40 0.0188 0.25

ZF-218-G60 2" 18mils Drywall Z-Furring Channel 2" 18 Mils G60 0.0188 0.25

ZF-230 2" 30mils Drywall Z-Furring Channel 2" 30 Mils G40 0.0312 0.41

ZF-230-G60 2" 30mils Drywall Z-Furring Channel 2" 30 Mils G60 0.0312 0.41

ZF-243 2" 43mils Drywall Z-Furring Channel 2" 43 Mils G60 0.0451 0.59

ZF-243-G90 2" 43mils Drywall Z-Furring Channel 2" 43 Mils G90 0.0451 0.59

ZF-254 2" 54mils Drywall Z-Furring Channel 2" 54 Mils G60 0.0566 0.73

ZF-254-G90 2" 54mils Drywall Z-Furring Channel 2" 54 Mils G90 0.0566 0.73

ZF-21218 2-1/2" 18mils Drywall Z-Furring Channel 2-1/2" 18 Mils G40 0.0188 0.28

ZF-21218-G60 2-1/2" 18mils Drywall Z-Furring Channel 2-1/2" 18 Mils G60 0.0188 0.28

ZF-21230 2-1/2" 30mils Drywall Z-Furring Channel 2-1/2" 30 Mils G40 0.0312 0.46

ZF-21230-G60 2-1/2" 30mils Drywall Z-Furring Channel 2-1/2" 30 Mils G60 0.0312 0.46

ZF-21243 2-1/2" 43mils Drywall Z-Furring Channel 2-1/2" 43 Mils G60 0.0451 0.66

ZF-21243-G90 2-1/2" 43mils Drywall Z-Furring Channel 2-1/2" 43 Mils G90 0.0451 0.66

ZF-21254 2-1/2" 54mils Drywall Z-Furring Channel 2-1/2" 54 Mils G60 0.0566 0.83

ZF-21254-G90 2-1/2" 54mils Drywall Z-Furring Channel 2-1/2" 54 Mils G90 0.0566 0.83

ZF-318 3" 18mils Drywall Z-Furring Channel 3" 18 Mils G40 0.0188 0.31

ZF-318-G60 3" 18mils Drywall Z-Furring Channel 3" 18 Mils G60 0.0188 0.31

ZF-330 3" 30mils Drywall Z-Furring Channel 3" 30 Mils G40 0.0312 0.52

ZF-330-G60 3" 30mils Drywall Z-Furring Channel 3" 30 Mils G60 0.0312 0.52

ZF-343 3" 43mils Drywall Z-Furring Channel 3" 43 Mils G60 0.0451 0.74

ZF-343-G90 3" 43mils Drywall Z-Furring Channel 3" 43 Mils G90 0.0451 0.74

ZF-354 3" 54mils Drywall Z-Furring Channel 3" 54 Mils G60 0.0566 0.92

ZF-354-G90 3" 54mils Drywall Z-Furring Channel 3" 54 Mils G90 0.0566 0.92

ZF-418 4" 18mils Drywall Z-Furring Channel 4" 18 Mils G40 0.0188 0.38

ZF-418-G60 4" 18mils Drywall Z-Furring Channel 4" 18 Mils G60 0.0188 0.38

ZF-430 4" 30mils Drywall Z-Furring Channel 4" 30 Mils G40 0.0312 0.62

ZF-430-G60 4" 30mils Drywall Z-Furring Channel 4" 30 Mils G60 0.0312 0.62

ZF-443 4" 43mils Drywall Z-Furring Channel 4" 43 Mils G60 0.0451 0.89

ZF-443-G90 4" 43mils Drywall Z-Furring Channel 4" 43 Mils G90 0.0451 0.89

ZF-454 4" 54mils Drywall Z-Furring Channel 4" 54 Mils G60 0.0566 1.12

ZF-454-G90 4" 54mils Drywall Z-Furring Channel 4" 54 Mils G90 0.0566 1.12

Z Furring channel is generally used 
to furr out interior walls that are 
made of masonry or concrete to 
accommodate insulation including 
polystyrene, fiberglass, and mineral. 
Z Furring channel then provides a 
rigid installation surface for drywall.

• Standard Length is 10’
• Available in standard sizes of 1”, 

1-1/2”, 2”, 2-1/2”, & 3”
• Custom sizes and lengths are 

available
• Shorter leg is 3/4” and longer leg 

is 1-1/4”
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STRUCTURAL FRAMING
Studco Structural products are manufactured from 50 KSI steel, 
with a minimum G60 Galvanized Coating. These stud products 
are used in a variety of applications including internal & external 
walls, ceiling systems, and door and window openings.

Structural studs are available in many different lengths, web 
widths and gauges. All data and specifications can be found in 
the Studco Design Manual.
 
All track is generally used with the corresponding gauge and 
size of stud. All Structural Deflection Track is used for deflection 
conditions or accommodates uneven floors or ceilings surfaces. 

Studco curtain Wall Studs are designed to carry the weight of 
cladding material, such as metal, stone, or tile. They also carry 
specified wind loads and are certified for UL Systems U419, 
U465, and U411.

Structural Stud Hole Patterns Structural Joist Flange Heights

1-1/2” x 2-1/4” knockouts 
on 3-5/8” and larger

12"

3/4” x 1-1/2”  knockouts on 
2-1/2” Studs

12" Available in flange heights of:

 1-3/8”, 1-5/8”, 2”, 2-1/2”, 3” & 3-1/2”

Return

Flange 
Height
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STRUCTURAL FRAMING

STRUCTURAL STUD

Structural Stud

CODE Structural Stud
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SS-21233 2-1/2" 33 Mils Structural Stud  with 1-5/8" Flange 2-1/2" 33 Mils G60 0.0346 1-5/8"

SS-21243 2-1/2" 43 Mils Structural Stud  with 1-5/8" Flange 2-1/2" 43 Mils G60 0.0451 1-5/8"

SS-21254 2-1/2" 54 Mils Structural Stud  with 1-5/8" Flange 2-1/2" 54 Mils G60 0.0566 1-5/8"

SS-21268 2-1/2" 68 Mils Structural Stud  with 1-5/8" Flange 2-1/2" 68 Mils G60 0.0713 1-5/8"

SS-35833 3-5/8" 33 Mils Structural Stud  with 1-5/8" Flange 3-5/8" 33 Mils G60 0.0346 1-5/8"

SS-35843 3-5/8" 43 Mils Structural Stud  with 1-5/8" Flange 3-5/8" 43 Mils G60 0.0451 1-5/8"

SS-35854 3-5/8" 54 Mils Structural Stud  with 1-5/8" Flange 3-5/8" 54 Mils G60 0.0566 1-5/8"

SS-35868 3-5/8" 68 Mils Structural Stud  with 1-5/8" Flange 3-5/8" 68 Mils G60 0.0713 1-5/8"

SS-35897 3-5/8" 97 Mils Structural Stud  with 1-5/8" Flange 3-5/8" 97 Mils G60 0.1017 1-5/8"

SS-433 4" 33 Mils Structural Stud  with 1-5/8" Flange 4" 33 Mils G60 0.0346 1-5/8"

SS-443 4" 43 Mils Structural Stud  with 1-5/8" Flange 4" 43 Mils G60 0.0451 1-5/8"

SS-454 4" 54 Mils Structural Stud  with 1-5/8" Flange 4" 54 Mils G60 0.0566 1-5/8"

SS-468 4" 68 Mils Structural Stud  with 1-5/8" Flange 4" 68 Mils G60 0.0713 1-5/8"

SS-497 4" 97 Mils Structural Stud  with 1-5/8" Flange 4" 97 Mils G60 0.1017 1-5/8"

SS-51233 5-1/2" 33 Mils Structural Stud  with 1-5/8" Flange 5-1/2" 33 Mils G60 0.0346 1-5/8"

SS-51243 5-1/2" 43 Mils Structural Stud  with 1-5/8" Flange 5-1/2" 43 Mils G60 0.0451 1-5/8"

SS-51254 5-1/2" 54 Mils Structural Stud  with 1-5/8" Flange 5-1/2" 54 Mils G60 0.0566 1-5/8"

SS-51268 5-1/2" 68 Mils Structural Stud  with 1-5/8" Flange 5-1/2" 68 Mils G60 0.0713 1-5/8"

SS-51297 5-1/2" 97 Mils Structural Stud  with 1-5/8" Flange 5-1/2" 97 Mils G60 0.1017 1-5/8"

SS-633 6" 33 Mils Structural Stud  with 1-5/8" Flange 6" 33 Mils G60 0.0346 1-5/8"

SS-643 6" 43 Mils Structural Stud  with 1-5/8" Flange 6" 43 Mils G60 0.0451 1-5/8"

SS-654 6" 54 Mils Structural Stud  with 1-5/8" Flange 6" 54 Mils G60 0.0566 1-5/8"

SS-668 6" 68 Mils Structural Stud  with 1-5/8" Flange 6" 68 Mils G60 0.0713 1-5/8"

SS-697 6" 97 Mils Structural Stud  with 1-5/8" Flange 6" 97 Mils G60 0.1017 1-5/8"

SS-833 8" 33 Mils Structural Stud  with 1-5/8" Flange 8" 33 Mils G60 0.0346 1-5/8"

SS-843 8" 43 Mils Structural Stud  with 1-5/8" Flange 8" 43 Mils G60 0.0451 1-5/8"

SS-854 8" 54 Mils Structural Stud  with 1-5/8" Flange 8" 54 Mils G60 0.0566 1-5/8"

SS-868 8" 68 Mils Structural Stud  with 1-5/8" Flange 8" 68 Mils G60 0.0713 1-5/8"

SS-897 8" 97 Mils Structural Stud  with 1-5/8" Flange 8" 97 Mils G60 0.1017 1-5/8"

SS-1043 10" 43 Mils Structural Stud  with 1-5/8" Flange 10" 43 Mils G60 0.0451 1-5/8"

SS-1054 10" 54 Mils Structural Stud  with 1-5/8" Flange 10" 54 Mils G60 0.0566 1-5/8"

SS-1068 10" 68 Mils Structural Stud  with 1-5/8" Flange 10" 68 Mils G60 0.0713 1-5/8"

SS-1097 10" 97 Mils Structural Stud  with 1-5/8" Flange 10" 97 Mils G60 0.1017 1-5/8"

G90 coating options are available on request. Contact the Studco team for more information.
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STRUCTURAL STUD

Structural Stud

CODE Structural Stud
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SS-1243 12" 43 Mils Structural Stud  with 1-5/8" Flange 12" 43 Mils G60 0.0451 1-5/8"

SS-1254 12" 54 Mils Structural Stud  with 1-5/8" Flange 12" 54 Mils G60 0.0566 1-5/8"

SS-1268 12" 68 Mils Structural Stud  with 1-5/8" Flange 12" 68 Mils G60 0.0713 1-5/8"

SS-1297 12" 97 Mils Structural Stud  with 1-5/8" Flange 12" 97 Mils G60 0.1017 1-5/8"

SS-1443 14" 43 Mils Structural Stud  with 1-5/8" Flange 14" 43 Mils G60 0.0451 1-5/8"

SS-1454 14" 54 Mils Structural Stud  with 1-5/8" Flange 14" 54 Mils G60 0.0566 1-5/8"

SS-1468 14" 68 Mils Structural Stud  with 1-5/8" Flange 14" 68 Mils G60 0.0713 1-5/8"

SS-1497 14" 97 Mils Structural Stud  with 1-5/8" Flange 14" 97 Mils G60 0.1017 1-5/8"

CURTAIN WALL STUD

Curtain Wall Stud

CODE Curtain Wall Stud
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

CW-35833 3-5/8" 33 Mils Curtain Wall Stud  with 1-3/8" Flange 3-5/8" 33 Mils G60 0.0346 1-3/8"

CW-35843 3-5/8" 43 Mils Curtain Wall Stud  with 1-3/8" Flange 3-5/8" 43 Mils G60 0.0451 1-3/8"

CW-35854 3-5/8" 54 Mils Curtain Wall Stud  with 1-3/8" Flange 3-5/8" 54 Mils G60 0.0566 1-3/8"

CW-35868 3-5/8" 68 Mils Curtain Wall Stud  with 1-3/8" Flange 3-5/8" 68 Mils G60 0.0713 1-3/8"

CW-35897 3-5/8" 97 Mils Curtain Wall Stud  with 1-3/8" Flange 3-5/8" 97 Mils G60 0.1017 1-5/8"

CW-433 4" 33 Mils Curtain Wall Stud  with 1-3/8" Flange 4" 33 Mils G60 0.0346 1-3/8"

CW-443 4" 43 Mils Curtain Wall Stud  with 1-3/8" Flange 4" 43 Mils G60 0.0451 1-3/8"

CW-454 4" 54 Mils Curtain Wall Stud  with 1-3/8" Flange 4" 54 Mils G60 0.0566 1-3/8"

CW-468 4" 68 Mils Curtain Wall Stud  with 1-3/8" Flange 4" 68 Mils G60 0.0713 1-3/8"

CW-497 4" 97 Mils Curtain Wall Stud  with 1-3/8" Flange 4" 97 Mils G60 0.1017 1-5/8"

CW-51233 5-1/2" 33 Mils Curtain Wall Stud  with 1-3/8" Flange 5-1/2" 33 Mils G60 0.0346 1-3/8"

CW-51243 5-1/2" 43 Mils Curtain Wall Stud  with 1-3/8" Flange 5-1/2" 43 Mils G60 0.0451 1-3/8"

CW-51254 5-1/2" 54 Mils Curtain Wall Stud  with 1-3/8" Flange 5-1/2" 54 Mils G60 0.0566 1-3/8"

CW-51268 5-1/2" 68 Mils Curtain Wall Stud  with 1-3/8" Flange 5-1/2" 68 Mils G60 0.0713 1-3/8"

CW-51297 5-1/2" 97 Mils Curtain Wall Stud  with 1-3/8" Flange 5-1/2" 97 Mils G60 0.1017 1-3/8"

CW-633 6" 33 Mils Curtain Wall Stud  with 1-3/8" Flange 6" 33 Mils G60 0.0346 1-3/8"

CW-643 6" 43 Mils Curtain Wall Stud  with 1-3/8" Flange 6" 43 Mils G60 0.0451 1-3/8"
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CURTAIN WALL STUD

Curtain Wall Stud

CODE Curtain Wall Stud
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

CW-654 6" 54 Mils Curtain Wall Stud  with 1-3/8" Flange 6" 54 Mils G60 0.0566 1-3/8"

CW-668 6" 68 Mils Curtain Wall Stud  with 1-3/8" Flange 6" 68 Mils G60 0.0713 1-3/8"

CW-697 6" 97 Mils Curtain Wall Stud  with 1-3/8" Flange 6" 97 Mils G60 0.1017 1-3/8"

CW-833 8" 33 Mils Curtain Wall Stud  with 1-3/8" Flange 8" 33 Mils G60 0.0346 1-3/8"

CW-843 8" 43 Mils Curtain Wall Stud  with 1-3/8" Flange 8" 43 Mils G60 0.0451 1-3/8"

CW-854 8" 54 Mils Curtain Wall Stud  with 1-3/8" Flange 8" 54 Mils G60 0.0566 1-3/8"

CW-868 8" 68 Mils Curtain Wall Stud  with 1-3/8" Flange 8" 68 Mils G60 0.0713 1-3/8"

CW-897 8" 97 Mils Curtain Wall Stud  with 1-3/8" Flange 8" 97 Mils G60 0.1017 1-3/8"

STRUCTURAL TRACK

Structural Track

CODE Structural Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

ST-15833-G60 1-5/8” 33 Mils Structural Track  with 1-1/4” Legs 1-5/8” 33 Mils G60 0.0346 1-1/4”

ST-21233-G60 2-1/2" 33 Mils Structural Track  with 1-1/4" Leg 2-1/2" 33 Mils G60 0.0346 1-1/4"

ST-21243 2-1/2" 43 Mils Structural Track  with 1-1/4" Leg 2-1/2" 43 Mils G60 0.0451 1-1/4"

ST-21254 2-1/2" 54 Mils Structural Track  with 1-1/4" Leg 2-1/2" 54 Mils G60 0.0566 1-1/4"

ST-21268 2-1/2" 68 Mils Structural Track  with 1-1/4" Leg 2-1/2" 68 Mils G60 0.0713 1-1/4"

ST-35833-G60 3-5/8" 33 Mils Structural Track  with 1-1/4" Leg 3-5/8" 33 Mils G60 0.0346 1-1/4"

ST-35843 3-5/8" 43 Mils Structural Track  with 1-1/4" Leg 3-5/8" 43 Mils G60 0.0451 1-1/4"

ST-35854 3-5/8" 54 Mils Structural Track  with 1-1/4" Leg 3-5/8" 54 Mils G60 0.0566 1-1/4"

ST-35868 3-5/8" 68 Mils Structural Track  with 1-1/4" Leg 3-5/8" 68 Mils G60 0.0713 1-1/4"

ST-35897 3-5/8" 97 Mils Structural Track  with 1-1/4" Leg 3-5/8" 97 Mils G60 0.1017 1-1/4"

ST-433-G60 4" 33 Mils Structural Track  with 1-1/4" Leg 4" 33 Mils G60 0.0346 1-1/4"

ST-443 4" 33 Mils Structural Track  with 1-1/4" Leg 4" 43 Mils G60 0.0451 1-1/4"

ST-454 4" 54 Mils Structural Track  with 1-1/4" Leg 4" 54 Mils G60 0.0566 1-1/4"

ST-468 4" 68 Mils Structural Track   with 1-1/4" Leg 4" 68 Mils G60 0.0713 1-1/4"

ST-497 4" 97 Mils Structural Track   with 1-1/4" Leg 4" 97 Mils G60 0.1017 1-1/4"

ST-51233 5-1/2" 33 Mils Structural Track   with 1-1/4" Leg 5-1/2" 33 Mils G60 0.0346 1-1/4"

ST-51243 5-1/2" 43 Mils Structural Track   with 1-1/4" Leg 5-1/2" 43 Mils G60 0.0451 1-1/4"
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STRUCTURAL TRACK

Structural Track

CODE Structural Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

ST-51254 5-1/2" 54 Mils Structural Track   with 1-1/4" Leg 5-1/2" 54 Mils G60 0.0566 1-1/4"

ST-51268 5-1/2" 68 Mils Structural Track   with 1-1/4" Leg 5-1/2" 68 Mils G60 0.0713 1-1/4"

ST-51297 5-1/2" 97 Mils Structural Track   with 1-1/4" Leg 5-1/2" 97 Mils G60 0.1017 1-1/4"

ST-633-G60 6" 33 Mils Structural Track   with 1-1/4" Leg 6" 33 Mils G60 0.0346 1-1/4"

ST-643 6" 43 Mils Structural Track   with 1-1/4" Leg 6" 43 Mils G60 0.0451 1-1/4"

ST-654 6" 54 Mils Structural Track   with 1-1/4" Leg 6" 54 Mils G60 0.0566 1-1/4"

ST-668 6" 68 Mils Structural Track   with 1-1/4" Leg 6" 68 Mils G60 0.0713 1-1/4"

ST-697 6" 97 Mils Structural Track   with 1-1/4" Leg 6" 97 Mils G60 0.1017 1-1/4"

ST-833 8" 33 Mils Structural Track  with 1-1/4" Leg 8" 33 Mils G60 0.0346 1-1/4"

ST-843 8" 43 Mils Structural Track   with 1-1/4" Leg 8" 43 Mils G60 0.0451 1-1/4"

ST-854 8" 54 Mils Structural Track   with 1-1/4" Leg 8" 54 Mils G60 0.0566 1-1/4"

ST-868 8" 68 Mils Structural Track   with 1-1/4" Leg 8" 68 Mils G60 0.0713 1-1/4"

ST-897 8" 97 Mils Structural Track   with 1-1/4" Leg 8" 97 Mils G60 0.1017 1-1/4"

ST-1043 10" 43 Mils Structural Track   with 1-1/4" Leg 10" 43 Mils G60 0.0451 1-1/4"

ST-1054 10" 54 Mils Structural Track   with 1-1/4" Leg 10" 54 Mils G60 0.0566 1-1/4"

ST-1068 10" 68 Mils Structural Track   with 1-1/4" Leg 10" 68 Mils G60 0.0713 1-1/4"

ST-1097 10" 97 Mils Structural Track   with 1-1/4" Leg 10" 97 Mils G60 0.1017 1-1/4"

ST-1243 12" 43 Mils Structural Track   with 1-1/4" Leg 12" 43 Mils G60 0.0451 1-1/4"

ST-1254 12" 54 Mils Structural Track   with 1-1/4" Leg 12" 54 Mils G60 0.0566 1-1/4"

ST-1268 12" 68 Mils Structural Track   with 1-1/4" Leg 12" 68 Mils G60 0.0713 1-1/4"

ST-1297 12" 97 Mils Structural Track   with 1-1/4" Leg 12" 97 Mils G60 0.1017 1-1/4"

ST-1443 14" 43 Mils Structural Track   with 1-1/4" Leg 14" 43 Mils G60 0.0451 1-1/4"

ST-1454 14" 54 Mils Structural Track   with 1-1/4" Leg 14" 54 Mils G60 0.0566 1-1/4"

ST-1468 14" 68 Mils Structural Track   with 1-1/4" Leg 14" 68 Mils G60 0.0713 1-1/4"

ST-1497 14" 97 Mils Structural Track   with 1-1/4" Leg 14" 97 Mils G60 0.1017 1-1/4"
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DEFLECTION TRACK

Deflection Track

CODE Deflection Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

DT-21233-G60 2-1/2" 33 Mils Deflection Track  with 2" Leg 2-1/2" 33 Mils G60 0.0346 2"

DT-21243 2-1/2" 43 Mils Deflection Track  with 2" Leg 2-1/2" 43 Mils G60 0.0451 2"

DT-21254 2-1/2" 54 Mils Deflection Track  with 2" Leg 2-1/2" 54 Mils G60 0.0566 2"

DT-21268 2-1/2" 68 Mils Deflection Track  with 2" Leg 2-1/2" 68 Mils G60 0.0713 2"

DT-35833-G60 3-5/8" 33 Mils Deflection Track  with 2" Leg 3-5/8" 33 Mils G60 0.0346 2"

DT-35843 3-5/8" 43 Mils Deflection Track  with 2" Leg 3-5/8" 43 Mils G60 0.0451 2"

DT-35854 3-5/8" 54 Mils Deflection Track  with 2" Leg 3-5/8" 54 Mils G60 0.0566 2"

DT-35868 3-5/8" 68 Mils Deflection Track  with 2" Leg 3-5/8" 68 Mils G60 0.0713 2"

DT-35897 3-5/8" 97 Mils Deflection Track  with 2" Leg 3-5/8" 97 Mils G60 0.1017 2"

DT-433-G60 4" 33 Mils Deflection Track  with 2" Leg 4" 33 Mils G60 0.0346 2"

DT-443 4" 33 Mils Deflection Track  with 2" Leg 4" 43 Mils G60 0.0451 2"

DT-454 4" 54 Mils Deflection Track  with 2" Leg 4" 54 Mils G60 0.0566 2"

DT-468 4" 68 Mils Deflection Track  with 2" Leg 4" 68 Mils G60 0.0713 2"

DT-497 4" 97 Mils Deflection Track  with 2" Leg 4" 97 Mils G60 0.1017 2"

DT-51233 5-1/2" 33 Mils Deflection Track  with 2" Leg 5-1/2" 33 Mils G60 0.0346 2"

DT-51243 5-1/2" 43 Mils Deflection Track  with 2" Leg 5-1/2" 43 Mils G60 0.0451 2"

DT-51254 5-1/2" 54 Mils Deflection Track  with 2" Leg 5-1/2" 54 Mils G60 0.0566 2"

DT-51268 5-1/2" 68 Mils Deflection Track  with 2" Leg 5-1/2" 68 Mils G60 0.0713 2"

DT-51297 5-1/2" 97 Mils Deflection Track  with 2" Leg 5-1/2" 97 Mils G60 0.1017 2"

DT-633-G60 6" 33 Mils Deflection Track  with 2" Leg 6" 33 Mils G60 0.0346 2"

DT-643 6" 43 Mils Deflection Track  with 2" Leg 6" 43 Mils G60 0.0451 2"

DT-654 6" 54 Mils Deflection Track  with 2" Leg 6" 54 Mils G60 0.0566 2"

DT-668 6" 68 Mils Deflection Track  with 2" Leg 6" 68 Mils G60 0.0713 2"

DT-697 6" 97 Mils Deflection Track  with 2" Leg 6" 97 Mils G60 0.1017 2"

DT-833-G60 8" 33 Mils Deflection Track  with 2" Leg 8" 33 Mils G60 0.0346 2"

DT-843 8" 43 Mils Deflection Track  with 2" Leg 8" 43 Mils G60 0.0451 2"

DT-854 8" 54 Mils Deflection Track  with 2" Leg 8" 54 Mils G60 0.0566 2"

DT-868 8" 68 Mils Deflection Track  with 2" Leg 8" 68 Mils G60 0.0713 2"

DT-897 8" 97 Mils Deflection Track  with 2" Leg 8" 97 Mils G60 0.1017 2"

DT-1043 10" 43 Mils Deflection Track  with 2" Leg 10" 43 Mils G60 0.0451 2"

DT-1054 10" 54 Mils Deflection Track  with 2" Leg 10" 54 Mils G60 0.0566 2"

All Structural Deflection track 
products are manufactured from 
50 KSI Steel with a minimum of 
G60 Galvanized coating. This track 
is used for deflection conditions or 
accommodates uneven floors or 
ceilings surfaces. All Track is generally 
used with the corresponding Gauge 
and size of stud. All Specifications 
and engineering information can 
be found in Studco’s Engineering 
manual.

• Standard Length is 10’
• Available with leg heights of 
   1-1/2”, 2”, 2-1/2” & 3” 
• Custom sizes and lengths are 

available
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DEFLECTION TRACK

Deflection Track

CODE Deflection Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

DT-1068 10" 68 Mils Deflection Track  with 2" Leg 10" 68 Mils G60 0.0713 2"

DT-1097 10" 97 Mils Deflection Track  with 2" Leg 10" 97 Mils G60 0.1017 2"

DT-1243 12" 43 Mils Deflection Track  with 2" Leg 12" 43 Mils G60 0.0451 2"

DT-1254 12" 54 Mils Deflection Track  with 2" Leg 12" 54 Mils G60 0.0566 2"

DT-1268 12" 68 Mils Deflection Track  with 2" Leg 12" 68 Mils G60 0.0713 2"

DT-1297 12" 97 Mils Deflection Track  with 2" Leg 12" 97 Mils G60 0.1017 2"

DT-1443 14" 43 Mils Deflection Track  with 2" Leg 14" 43 Mils G60 0.0451 2"

DT-1454 14" 54 Mils Deflection Track  with 2" Leg 14" 54 Mils G60 0.0566 2"

DT-1468 14" 68 Mils Deflection Track  with 2" Leg 14" 68 Mils G60 0.0713 2"

DT-1497 14" 97 Mils Deflection Track  with 2" Leg 14" 97 Mils G60 0.1017 2"

STRUCTURAL JOIST

Structural Joist

CODE Structural Joist
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SJ2-21233 2-1/2" 33 Mils Structural Joist  with 2" Flange 2-1/2" 33 Mils G60 0.0346 2"

SJ2-21243 2-1/2" 43 Mils Structural Joist  with 2" Flange 2-1/2" 43 Mils G60 0.0451 2"

SJ2-21254 2-1/2" 54 Mils Structural  Joist  with 2" Flange 2-1/2" 54 Mils G60 0.0566 2"

SJ2-21268 2-1/2" 68 Mils Structural Joist  with 2" Flange 2-1/2" 68 Mils G60 0.0713 2"

SJ2-35833 3-5/8" 33 Mils Structural Joist  with 2" Flange 3-5/8" 33 Mils G60 0.0346 2"

SJ2-35843 3-5/8" 43 Mils Structural Joist  with 2" Flange 3-5/8" 43 Mils G60 0.0451 2"

SJ2.5-35843 3-5/8" 43 Mils Structural Joist  with 2-1/2" Flange 3-5/8" 43 Mils G60 0.0451 2-1/2"

SJ2-35854 3-5/8" 54 Mils Structural Joist  with 2" Flange 3-5/8" 54 Mils G60 0.0566 2"

SJ2.5-35854 3-5/8" 54 Mils Structural Joist  with 2-1/2" Flange 3-5/8" 54 Mils G60 0.0566 2-1/2"

SJ2-35868 3-5/8" 68 Mils Structural Joist  with 2" Flange 3-5/8" 68 Mils G60 0.0713 2"

SJ2.5-35868 3-5/8" 68 Mils Structural Joist  with 2-1/2" Flange 3-5/8" 68 Mils G60 0.0713 2-1/2"

SJ2-35897 3-5/8" 97 Mils Structural Joist  with 2" Flange 3-5/8" 97 Mils G60 0.1017 2"

SJ2.5-35897 3-5/8" 97 Mils Structural Joist  with 2-1/2" Flange 3-5/8" 97 Mils G60 0.1017 2-1/2"
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STRUCTURAL JOIST

Structural Joist

CODE Structural Joist
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SJ2-433 4" 33 Mils Structural Joist  with 2" Flange 4" 33 Mils G60 0.0346 2"

SJ2-443 4" 43 Mils Structural Joist  with 2" Flange 4" 43 Mils G60 0.0451 2"

SJ2.5-443 4" 43 Mils Structural Joist  with 2-1/2" Flange 4" 43 Mils G60 0.0451 2-1/2"

SJ2-454 4" 54 Mils Structural Joist  with 2" Flange 4" 54 Mils G60 0.0566 2"

SJ2.5-454 4" 54 Mils Structural Joist  with 2-1/2" Flange 4" 54 Mils G60 0.0566 2-1/2"

SJ2-468 4" 68 Mils Structural Joist  with 2" Flange 4" 68 Mils G60 0.0713 2"

SJ2.5-468 4" 68 Mils Structural Joist  with 2-1/2" Flange 4" 68 Mils G60 0.0713 2-1/2"

SJ2-497 4" 97 Mils Structural Joist  with 2" Flange 4" 97 Mils G60 0.1017 2"

SJ2.5-497 4" 97 Mils Structural Joist  with 2-1/2" Flange 4" 97 Mils G60 0.1017 2-1/2"

SJ2-51233 5-1/2" 33 Mils Structural Joist  with 2" Flange 5-1/2" 33 Mils G60 0.0346 2"

SJ2-51243 5-1/2" 43 Mils Structural Joist  with 2" Flange 5-1/2" 43 Mils G60 0.0451 2"

SJ2.5-51243 5-1/2" 43 Mils Structural Joist  with 2-1/2" Flange 5-1/2" 43 Mils G60 0.0451 2-1/2"

SJ2-51254 5-1/2" 54 Mils Structural Joist  with 2" Flange 5-1/2" 54 Mils G60 0.0566 2"

SJ2.5-51254 5-1/2" 54 Mils Structural Joist  with 2-1/2" Flange 5-1/2" 54 Mils G60 0.0566 2-1/2"

SJ2-51268 5-1/2" 68 Mils Structural Joist  with 2" Flange 5-1/2" 68 Mils G60 0.0713 2"

SJ2.5-51268 5-1/2" 68 Mils Structural Joist  with 2-1/2" Flange 5-1/2" 68 Mils G60 0.0713 2-1/2"

SJ2-51297 5-1/2" 97 Mils Structural Joist  with 2" Flange 5-1/2" 97 Mils G60 0.1017 2"

SJ2.5-51297 5-1/2" 97 Mils Structural Joist  with 2-1/2" Flange 5-1/2" 97 Mils G60 0.1017 2-1/2"

SJ2-633 6" 33 Mils Structural Joist  with 2" Flange 6" 33 Mils G60 0.0346 2"

SJ2-643 6" 43 Mils Structural Joist  with 2" Flange 6" 43 Mils G60 0.0451 2"

SJ2.5-643 6" 43 Mils Structural Joist  with 2-1/2" Flange 6" 43 Mils G60 0.0451 2-1/2"

SJ2-654 6" 54 Mils Structural Joist  with 2" Flange 6" 54 Mils G60 0.0566 2"

SJ2.5-654 6" 54 Mils Structural Joist  with 2-1/2" Flange 6" 54 Mils G60 0.0566 2-1/2"

SJ2-668 6" 68 Mils Structural Joist  with 2" Flange 6" 68 Mils G60 0.0713 2"

SJ2.5-668 6" 68 Mils Structural Joist  with 2-1/2" Flange 6" 68 Mils G60 0.0713 2-1/2"

SJ2-697 6" 97 Mils Structural Joist  with 2" Flange 6" 97 Mils G60 0.1017 2"

SJ2.5-697 6" 97 Mils Structural Joist  with 2-1/2" Flange 6" 97 Mils G60 0.1017 2-1/2"

SJ2-833 8" 33 Mils Structural Joist  with 2" Flange 8" 33 Mils G60 0.0346 2"

SJ2-843 8" 43 Mils Structural Joist  with 2" Flange 8" 43 Mils G60 0.0451 2"

SJ2.5-843 8" 43 Mils Structural Joist  with 2-1/2" Flange 8" 43 Mils G60 0.0451 2-1/2"

SJ2-854 8" 54 Mils Structural Joist  with 2" Flange 8" 54 Mils G60 0.0566 2"

SJ2.5-854 8" 54 Mils Structural Joist  with 2-1/2" Flange 8" 54 Mils G60 0.0566 2-1/2"
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STRUCTURAL JOIST

Structural Joist

CODE Structural Joist
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SJ2-868 8" 68 Mils Structural Joist  with 2" Flange 8" 68 Mils G60 0.0713 2"

SJ2.5-868 8" 68 Mils Structural Joist  with 2-1/2" Flange 8" 68 Mils G60 0.0713 2-1/2"

SJ2-897 8" 97 Mils Structural Joist  with 2" Flange 8" 97 Mils G60 0.1017 2"

SJ2.5-897 8" 97 Mils Structural Joist  with 2-1/2" Flange 8" 97 Mils G60 0.1017 2-1/2"

SJ2-1043 10" 43 Mils Structural Joist  with 2" Flange 10" 43 Mils G60 0.0451 2"

SJ2.5-1043 10" 43 Mils Structural Joist  with 2-1/2" Flange 10" 43 Mils G60 0.0451 2-1/2"

SJ2-1054 10" 54 Mils Structural Joist  with 2" Flange 10" 54 Mils G60 0.0566 2"

SJ2.5-1054 10" 54 Mils Structural Joist  with 2-1/2" Flange 10" 54 Mils G60 0.0566 2-1/2"

SJ2-1068 10" 68 Mils Structural Joist  with 2" Flange 10" 68 Mils G60 0.0713 2"

SJ2.5-1068 10" 68 Mils Structural Joist  with 2-1/2" Flange 10" 68 Mils G60 0.0713 2-1/2"

SJ2-1097 10" 97 Mils Structural Joist  with 2" Flange 10" 97 Mils G60 0.1017 2"

SJ2.5-1097 10" 97 Mils Structural Joist  with 2-1/2" Flange 10" 97 Mils G60 0.1017 2-1/2"

SJ2-1243 12" 43 Mils Structural Joist  with 2" Flange 12" 43 Mils G60 0.0451 2"

SJ2.5-1243 12" 43 Mils Structural Joist  with 2-1/2" Flange 12" 43 Mils G60 0.0451 2-1/2"

SJ2-1254 12" 54 Mils Structural Joist  with 2" Flange 12" 54 Mils G60 0.0566 2"

SJ2.5-1254 12" 54 Mils Structural Joist  with 2-1/2" Flange 12" 54 Mils G60 0.0566 2-1/2"

SJ2-1268 12" 68 Mils Structural Joist  with 2" Flange 12" 68 Mils G60 0.0713 2"

SJ2.5-1268 12" 68 Mils Structural Joist  with 2-1/2" Flange 12" 68 Mils G60 0.0713 2-1/2"

SJ2-1297 12" 97 Mils Structural Joist  with 2" Flange 12" 97 Mils G60 0.1017 2"

SJ2.5-1297 12" 97 Mils Structural Joist  with 2-1/2" Flange 12" 97 Mils G60 0.1017 2-1/2"

SJ2-1443 14" 43 Mils Structural Joist  with 2" Flange 14" 43 Mils G60 0.0451 2"

SJ2.5-1443 14" 43 Mils Structural Joist  with 2-1/2" Flange 14" 43 Mils G60 0.0451 2-1/2"

SJ2-1454 14" 54 Mils Structural Joist  with 2" Flange 14" 54 Mils G60 0.0566 2"

SJ2.5-1454 14" 54 Mils Structural Joist  with 2-1/2" Flange 14" 54 Mils G60 0.0566 2-1/2"

SJ2-1468 14" 68 Mils Structural Joist  with 2" Flange 14" 68 Mils G60 0.0713 2"

SJ2.5-1468 14" 68 Mils Structural Joist  with 2-1/2" Flange 14" 68 Mils G60 0.0713 2-1/2"

SJ2-1497 14" 97 Mils Structural Joist  with 2" Flange 14" 97 Mils G60 0.1017 2"

SJ2.5-1497 14" 97 Mils Structural Joist  with 2-1/2" Flange 14" 97 Mils G60 0.1017 2-1/2"

SJ2-1643 16" 43 Mils Structural Joist  with 2" Flange 16" 43 Mils G60 0.0451 2"

SJ2.5-1643 16" 43 Mils Structural Joist  with 2-1/2" Flange 16" 43 Mils G60 0.0451 2-1/2"

SJ2-1654 16" 54 Mils Structural Joist  with 2" Flange 16" 54 Mils G60 0.0566 2"

SJ2.5-1654 16" 54 Mils Structural Joist  with 2-1/2" Flange 16" 54 Mils G60 0.0566 2-1/2"
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STRUCTURAL FRAMING

G90 coating options are available on request. Contact the Studco team for more information.

Reduce construction time without 
compromising on premium 
performance. Engineered 
specifically for opening connections, 
HEDA is suited to openings of a 
vast range of applications. Whether 
it is to be installed internally or 
externally, for a window or a door, 
for a small or large opening, HEDA 
will fit the bill.

HEDA JAMB STUD FOR WALL OPENINGS

HEDA Jamb Stud for Wall Openings

CODE HEDA Jamb Stud for Wall Openings
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SJ3-35843 3-5/8" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 43 Mils G60 0.0451 3"

SJ3.5-35843 3-5/8" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 43 Mils G60 0.0451 3-1/2"

SJ3-35854 3-5/8" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 54 Mils G60 0.0566 3"

SJ3.5-35854 3-5/8" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 54 Mils G60 0.0566 3-1/2"

SJ3-35868 3-5/8" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 68 Mils G60 0.0713 3"

SJ3.5-35868 3-5/8" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 68 Mils G60 0.0713 3-1/2"

SJ3-35897 3-5/8" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 97 Mils G60 0.1017 3"

SJ3.5-35897 3-5/8" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 97 Mils G60 0.1017 3-1/2"

SJ3-443 4" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 43 Mils G60 0.0451 3"

SJ3.5-443 4" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 43 Mils G60 0.0451 3-1/2"

SJ3-454 4" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 54 Mils G60 0.0566 3"

SJ3.5-454 4" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 54 Mils G60 0.0566 3-1/2"

SJ3-468 4" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 68 Mils G60 0.0713 3"

SJ3.5-468 4" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 68 Mils G60 0.0713 3-1/2"

SJ3-497 4" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 97 Mils G60 0.1017 3"

SJ3.5-497 4" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 97 Mils G60 0.1017 3-1/2"

SJ3-51243 5-1/2" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 43 Mils G60 0.0451 3"

SJ3.5-51243 5-1/2" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 43 Mils G60 0.0451 3-1/2"

SJ3-51254 5-1/2" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 54 Mils G60 0.0566 3"

SJ3.5-51254 5-1/2" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 54 Mils G60 0.0566 3-1/2"

SJ3-51268 5-1/2" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 68 Mils G60 0.0713 3"

SJ3.5-51268 5-1/2" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 68 Mils G60 0.0713 3-1/2"

SJ3-51297 5-1/2" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 97 Mils G60 0.1017 3"

SJ3.5-51297 5-1/2" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 97 Mils G60 0.1017 3-1/2"

SJ3-643 6" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 43 Mils G60 0.0451 3"

SJ3.5-643 6" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 43 Mils G60 0.0451 3-1/2"

SJ3-654 6" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 54 Mils G60 0.0566 3"

SJ3.5-654 6" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 54 Mils G60 0.0566 3-1/2"

SJ3-668 6" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 68 Mils G60 0.0713 3"

SJ3.5-668 6" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 68 Mils G60 0.0713 3-1/2"

Openings

Finishings
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STRUCTURAL FRAMING

G90 coating options are available on request. Contact the Studco team for more information.

HEDA JAMB STUD FOR WALL OPENINGS

HEDA Jamb Stud for Wall Openings

CODE HEDA Jamb Stud for Wall Openings
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SJ3-697 6" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 97 Mils G60 0.1017 3"

SJ3.5-697 6" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 97 Mils G60 0.1017 3-1/2"

SJ3-843 8" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 8" 43 Mils G60 0.0451 3"

SJ3.5-843 8" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 8" 43 Mils G60 0.0451 3-1/2"

SJ3-854 8" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 8" 54 Mils G60 0.0566 3"

SJ3.5-854 8" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 8" 54 Mils G60 0.0566 3-1/2"

SJ3-868 8" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 8" 68 Mils G60 0.0713 3"

SJ3.5-868 8" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 8" 68 Mils G60 0.0713 3-1/2"

SJ3-897 8" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 8" 97 Mils G60 0.1017 3"

SJ3.5-897 8" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 8" 97 Mils G60 0.1017 3-1/2"

SJ3-1043 10" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 10" 43 Mils G60 0.0451 3"

SJ3-1054 10" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 10" 54 Mils G60 0.0566 3"

SJ3-1068 10" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 10" 68 Mils G60 0.0713 3"

SJ3.5-1068 10" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 10" 68 Mils G60 0.0713 3-1/2"

SJ3-1097 10" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 10" 97 Mils G60 0.1017 3"

SJ3.5-1097 10" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 10" 97 Mils G60 0.1017 3-1/2"

SJ3-1243 12" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 12" 43 Mils G60 0.0451 3"

SJ3-1254 12" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 12" 54 Mils G60 0.0566 3"

SJ3-1268 12" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 12" 68 Mils G60 0.0713 3"

SJ3.5-1268 12" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 12" 68 Mils G60 0.0713 3-1/2"

SJ3-1297 12" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 12" 97 Mils G60 0.1017 3"

SJ3.5-1297 12" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 12" 97 Mils G60 0.1017 3-1/2"

SJ3-1443 14" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 14" 43 Mils G60 0.0451 3"

SJ3.5-1443 14" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 14" 43 Mils G60 0.0451 3-1/2"

SJ3-1454 14" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 14" 54 Mils G60 0.0566 3"

SJ3.5-1454 14" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 14" 54 Mils G60 0.0566 3-1/2"

SJ3-1468 14" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 14" 68 Mils G60 0.0713 3"

SJ3.5-1468 14" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 14" 68 Mils G60 0.0713 3-1/2"

SJ3-1497 14" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 14" 97 Mils G60 0.1017 3"

SJ3.5-1497 14" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 14" 97 Mils G60 0.1017 3-1/2"

Openings

Finishings

Reduce construction time without 
compromising on premium 
performance. Engineered 
specifically for opening connections, 
HEDA is suited to openings of a 
vast range of applications. Whether 
it is to be installed internally or 
externally, for a window or a door, 
for a small or large opening, HEDA 
will fit the bill.
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STRUCTURAL FRAMING

G90 coating options are available on request. Contact the Studco team for more information.

HEDA JAMB STUD FOR WALL OPENINGS

HEDA Jamb Stud for Wall Openings

CODE HEDA Jamb Stud for Wall Openings
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

SJ3-35843 3-5/8" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 43 Mils G60 0.0451 3"

SJ3.5-35843 3-5/8" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 43 Mils G60 0.0451 3-1/2"

SJ3-35854 3-5/8" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 54 Mils G60 0.0566 3"

SJ3.5-35854 3-5/8" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 54 Mils G60 0.0566 3-1/2"

SJ3-35868 3-5/8" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 68 Mils G60 0.0713 3"

SJ3.5-35868 3-5/8" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 68 Mils G60 0.0713 3-1/2"

SJ3-35897 3-5/8" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 3-5/8" 97 Mils G60 0.1017 3"

SJ3.5-35897 3-5/8" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 3-5/8" 97 Mils G60 0.1017 3-1/2"

SJ3-443 4" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 43 Mils G60 0.0451 3"

SJ3.5-443 4" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 43 Mils G60 0.0451 3-1/2"

SJ3-454 4" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 54 Mils G60 0.0566 3"

SJ3.5-454 4" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 54 Mils G60 0.0566 3-1/2"

SJ3-468 4" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 68 Mils G60 0.0713 3"

SJ3.5-468 4" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 68 Mils G60 0.0713 3-1/2"

SJ3-497 4" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 4" 97 Mils G60 0.1017 3"

SJ3.5-497 4" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 4" 97 Mils G60 0.1017 3-1/2"

SJ3-51243 5-1/2" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 43 Mils G60 0.0451 3"

SJ3.5-51243 5-1/2" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 43 Mils G60 0.0451 3-1/2"

SJ3-51254 5-1/2" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 54 Mils G60 0.0566 3"

SJ3.5-51254 5-1/2" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 54 Mils G60 0.0566 3-1/2"

SJ3-51268 5-1/2" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 68 Mils G60 0.0713 3"

SJ3.5-51268 5-1/2" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 68 Mils G60 0.0713 3-1/2"

SJ3-51297 5-1/2" 97 Mils Structural HEDA Jamb Stud  with 3" Flange 5-1/2" 97 Mils G60 0.1017 3"

SJ3.5-51297 5-1/2" 97 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 5-1/2" 97 Mils G60 0.1017 3-1/2"

SJ3-643 6" 43 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 43 Mils G60 0.0451 3"

SJ3.5-643 6" 43 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 43 Mils G60 0.0451 3-1/2"

SJ3-654 6" 54 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 54 Mils G60 0.0566 3"

SJ3.5-654 6" 54 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 54 Mils G60 0.0566 3-1/2"

SJ3-668 6" 68 Mils Structural HEDA Jamb Stud  with 3" Flange 6" 68 Mils G60 0.0713 3"

SJ3.5-668 6" 68 Mils Structural HEDA Jamb Stud  with 3-1/2" Flange 6" 68 Mils G60 0.0713 3-1/2"

Openings

Finishings

Reduce construction time without 
compromising on premium 
performance. Engineered 
specifically for opening connections, 
HEDA is suited to openings of a 
vast range of applications. Whether 
it is to be installed internally or 
externally, for a window or a door, 
for a small or large opening, HEDA 
will fit the bill.
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STRUCTURAL FRAMING

G90 coating options are available on request. Contact the Studco team for more information.

OVERSIZE TRACK

COLD ROLLED CHANNEL 

Oversize Track

Cold Rolled Channel 

CODE Oversize Track
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)

OT2-37843 3-3/4" 43 Mils Oversize Track with 2-1/2" Leg 3-3/4" 43 Mils 0.0451 2-1/2"

OT-37843 3-3/4" 43 Mils Oversize Track with 1-1/4" Leg 3-3/4" 43 Mils 0.0451 1-1/4"

OT2-37854 3-7/8" 54 Mils Oversize Track with 2-1/2" Legs 3-7/8" 54 Mils 0.0566 2-1/2"

OT-37854 3-7/8" 54 Mils Oversize Track with 1-1/4" Legs 3-7/8" 54 Mils 0.0566 1-1/4"

OT2-37868 3-7/8" 68 Mils Oversize Track with 2-1/2" Leg 3-7/8" 68 Mils 0.0713 2-1/2"

OT-37868 3-7/8" 68 Mils Oversize Track with 1-1/4" Leg 3-7/8" 68 Mils 0.0713 1-1/4"

OT2-61443 6-1/4" 43 Mils Oversize Track with 2-1/2" Leg 6-1/4" 43 Mils 0.0451 2-1/2"

OT-61443 6-1/4" 43 Mils Oversize Track with 1-1/4" Leg 6-1/4" 43 Mils 0.0451 1-1/4"

OT2-61454 6-1/4" 54 Mils Oversize Track with 2-1/2" Legs 6-1/4" 54 Mils 0.0566 2-1/2"

OT-61454 6-1/4" 54 Mils Oversize Track with 1-1/4" Legs 6-1/4" 54 Mils 0.0566 1-1/4"

OT2-61468 6-1/4" 68 Mils Oversize Track with 2-1/2" Leg 6-1/4" 68 Mils 0.0713 2-1/2"

OT-61468 6-1/4" 68 Mils Oversize Track with 1-1/4" Leg 6-1/4" 68 Mils 0.0713 1-1/4"

OT2-81443 8-1/8" 43 Mils Oversize Track with 2-1/2" Leg 8-1/8" 43 Mils 0.0451 2-1/2"

OT-81443 8-1/8" 43 Mils Oversize Track with 1-1/4" Leg 8-1/8" 43 Mils 0.0451 1-1/4"

OT2-81454 8-1/4" 54 Mils Oversize Track with 2-1/2" Legs 8-1/4" 54 Mils 0.0566 2-1/2"

OT-81454 8-1/4" 54 Mils Oversize Track with 1-1/4" Legs 8-1/4" 54 Mils 0.0566 1-1/4"

OT2-81468 8-1/4" 68 Mils Oversize Track with 2-1/2" Leg 8-1/4" 68 Mils 0.0713 2-1/2"

OT-81468 8-1/4" 68 Mils Oversize Track with 1-1/4" Leg 8-1/4" 68 Mils 0.0713 1-1/4"

CODE Cold Rolled Channel 
Width 

(in)
Mils Coating 

Design 
Thick.

Lb/Ft

CRC-3443 3/4" 43 Mils Cold Rolled Channel 3/4" 43 Mils G60 0.0451 0.24

CRC-3443-G90 3/4" 43 Mils Cold Rolled Channel 3/4" 43 Mils G90 0.0451 0.24

CRC-3454 3/4" 54 Mils Cold Rolled Channel 3/4" 54 Mils G60 0.0566 0.40

CRC-3454-G90 3/4" 54 Mils Cold Rolled Channel 3/4" 54 Mils G90 0.0566 0.40

CRC-11243 1-1/2" 43 Mils Cold Rolled Channel 1-1/2" 43 Mils G60 0.0451 0.35

CRC-11243-G90 1-1/2" 43 Mils Cold Rolled Channel 1-1/2" 43 Mils G90 0.0451 0.35

CRC-11254 1-1/2" 54 Mils Cold Rolled Channel 1-1/2" 54 Mils G60 0.0566 0.40

CRC-11254-G90 1-1/2" 54 Mils Cold Rolled Channel 1-1/2" 54 Mils G90 0.0566 0.40

Cold rolled channel is used for 
horizontal bracing between studs. 
This channel must be welded at all 
connections. See Studco’s Design 
Manual for Bridging spacing.

• Standard Length is 10’ & 16’
• Cannot be used on studs wider 

that 6’
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STRUCTURAL ANGLES & FLAT STRAP

EXTERIOR STRUCTURAL ANGLES

Exterior Structural Angles

CODE Exterior Structural Angles
Width 

(in)
Mils Coating 

Design 
Thick.

Leg 
Height 

(in)
Lb/Ft

UA-11243 1-1/2" x 1-1/2" 43 Mils Exterior Utility Angle 1-1/2" 43 Mils G60 0.0451 1-1/2" 0.45

UA-11254 1-1/2" x 1-1/2" 54 Mils Exterior Utility Angle 1-1/2" 54 Mils G60 0.0566 1-1/2" 0.57

UA-11268 1-1/2" x 1-1/2" 68 Mils Exterior  Utility Angle 1-1/2" 68 Mils G60 0.0713 1-1/2" 0.71

UA-11243-G90 1-1/2" x 1-1/2" 43 Mils Exterior Utility Angle 1-1/2" 43 Mils G90 0.0451 1-1/2" 0.45

UA-11254-G90 1-1/2" x 1-1/2" 54 Mils Exterior Utility Angle 1-1/2" 54 Mils G90 0.0566 1-1/2" 0.57

UA-11268-G90 1-1/2" x 1-1/2" 68 Mils Exterior  Utility Angle 1-1/2" 68 Mils G90 0.0713 1-1/2" 0.71

UA-1218 1" x 2" 18 Mil Interior Utility Angle 1-1/2" 18 Mils G40 0.0188 2" 0.21

UA-1218-G60 1" x 2" 18 Mil Interior Utility Angle 1-1/2" 18 Mils G60 0.0188 2" 0.21

UA-243 2" x 2" 43 Mils Exterior Utility Angle 2" 43 Mils G60 0.0451 2" 0.60

UA-254 2" x 2" 54 Mils Exterior Utility Angle 2" 54 Mils G60 0.0566 2" 0.75

UA-268 2" x 2" 68 Mils Exterior Utility Angle 2" 68 Mils G60 0.0713 2" 0.94

UA-243-G90 2" x 2" 43 Mils Exterior Utility Angle 2" 43 Mils G90 0.0451 2" 0.60

UA-254-G90 2" x 2" 54 Mils Exterior Utility Angle 2" 54 Mils G90 0.0566 2" 0.75

UA-268-G90 2" x 2" 68 Mils Exterior Utility Angle 2" 68 Mils G90 0.0713 2" 0.94

UA-297 2" x 2" 97 Mils Exterior Utility Angle 2" 97 Mils G60 0.1017 2" 1.33

UA-297-G90 2" x 2" 97 Mils Exterior Utility Angle 2" 97 Mils G90 0.1017 2" 1.33

UA-21243 2-1/2" x 2-1/2" 43 Mils Exterior Utility Angle 2-1/2" 43 Mils G60 0.0451 2-1/2" 0.74

UA-21254 2-1/2" x 2-1/2" 54 Mils Exterior Utility Angle 2-1/2" 54 Mils G60 0.0566 2-1/2" 0.93

UA-21268 2-1/2" x 2-1/2" 68 Mils Exterior Utility Angle 2-1/2" 68 Mils G60 0.0713 2-1/2" 1.16

UA-21243-G90 2-1/2" x 2-1/2" 43 Mils Exterior Utility Angle 2-1/2" 43 Mils G90 0.0451 2-1/2" 0.74

UA-21254-G90 2-1/2" x 2-1/2" 54 Mils Exterior Utility Angle 2-1/2" 54 Mils G90 0.0566 2-1/2" 0.93

UA-21268-G90 2-1/2" x 2-1/2" 68 Mils Exterior Utility Angle 2-1/2" 68 Mils G90 0.0713 2-1/2" 1.16

UA-343 3" x 3" 43 Mils Exterior Utility Angle 3" 43 Mils G60 0.0451 3" 0.92

UA-354 3" x 3" 54 Mils Exterior Utility Angle 3" 54 Mils G60 0.0566 3" 1.15

UA-368 3" x 3" 68 Mils Exterior Utility Angle 3" 68 Mils G60 0.0713 3" 1.44

UA-343-G90 3" x 3" 43 Mils Exterior Utility Angle 3" 43 Mils G90 0.0451 3" 0.92

UA-354-G90 3" x 3" 54 Mils Exterior Utility Angle 3" 54 Mils G90 0.0566 3" 1.15

UA-368-G90 3" x 3" 68 Mils Exterior Utility Angle 3" 68 Mils G90 0.0713 3" 1.44

UA-443 4" x 4" 43 Mils Exterior Utility Angle 4" 43 Mils G60 0.0451 4" 1.17

UA-454 4" x 4" 54 Mils Exterior Utility Angle 4" 54 Mils G60 0.0566 4" 1.50

UA-468 4" x 4" 68 Mils Exterior Utility Angle 4" 68 Mils G60 0.0713 4" 1.84

UA-443-G90 4" x 4" 43 Mils Exterior Utility Angle 4" 43 Mils G90 0.0451 4" 1.17

UA-454-G90 4" x 4" 54 Mils Exterior Utility Angle 4" 54 Mils G90 0.0566 4" 1.50

UA-468-G90 4" x 4" 68 Mils Exterior Utility Angle 4" 68 Mils G90 0.0713 4" 1.84
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CONNECTORS

C-JOIST BLOCKING

C-Joist Blocking

CODE C-Joist Blocking
Width 

(in)
Mils

BL-14X1654 14” X 16” OC Blocking 14" 54 Mils

BL-14X1254 14” X 12” OC Blocking 14" 54 Mils

BL-12X1654 12” X 16” OC Blocking 12" 54 Mils

BL-12X1254 12” X 12” OC Blocking 12" 54 Mils

BL-10X1654 10” X 16” OC Blocking 10" 54 Mils

BL-10X1254 10” X 12” OC Blocking 10" 54 Mils

BL-8X1254 8” X 12” OC Blocking 8" 54 Mils

BL-8X1654 8” X 16” OC Blocking 8" 54 Mils

JOIST HANGERS

Joist Hangers

CODE Joist Hangers Width (in) Mils Coating 
Design 
Thick.

Leg 
Height 

(in)

JH2.06-697 6" Single Joist Hanger 2-1/16” 97 Mils G60 0.1017 6"

JH4.18-697 6" Double Joist Hanger 4-1/8” 97 Mils G60 0.1017 6"

JH1.62-897 8” Single Joist Hanger with 1-5/8”flange 1-11/16” 97 Mils G60 0.1017 8"

JH2.06-897 8" Single Joist Hanger 2-1/16” 97 Mils G60 0.1017 8"

JH4.18-897 8" Double Joist Hanger 4-1/8” 97 Mils G60 0.1017 8"

JH1.62-1097 10” Single Joist Hanger with 1-5/8”flange 1-11/16” 97 Mils G60 0.1017 10"

JH2.06-1097 10" Single Joist Hanger 2-1/16” 97 Mils G60 0.1017 10"

JH4.18-1097 10" Double Joist Hanger 4-1/8” 97 Mils G60 0.1017 10"

JH2.06-1297 12" Single Joist Hanger 2-1/16” 97 Mils G60 0.1017 12"

JH4.18-1297 12" Double Joist Hanger 4-1/8” 97 Mils G60 0.1017 12"

JH2.06-1497 14" Single Joist Hanger 2-1/16” 97 Mils G60 0.1017 14"

JH4.18-1497 14" Double Joist Hanger 4-1/8” 97 Mils G60 0.1017 14"

JH2.06-1697 16" Single Joist Hanger 2-1/16" 97 Mils G60 0.1017 16"

JH4.18-1697 16" Double Joist Hanger 4-1/8” 97 Mils G60 0.1017 16"
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CONNECTORS

WEB STIFFENER

Web Stiffener

CODE Web Stiffener Width (in) Mils Coating 
Design 
Thick.

Leg 
Height 

(in)

WS-4X534 5-3/4” Web Stiffener 5-3/4” 54 Mils G60 0.566 1-1/4"

WS-4X734 7-3/4” Web Stiffener 7-3/4” 54 Mils G60 0.566 1-1/4"

WS-4X934 9-3/4” Web Stiffener 9-3/4” 54 Mils G60 0.566 1-1/4"

WS-4X1134 11-3/4” Web Stiffener 11-3/4” 54 Mils G60 0.566 1-1/4"

WS-4X1334 13-3/4” Web Stiffener 13-3/4” 54 Mils G60 0.566 1-1/4"

WS-4X1534 15-3/4” Web Stiffener 15-3/4” 54 Mils G60 0.566 1-1/4"
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ACOUSTIC PRODUCTS

Sound cells to absorb and 
break up airborne noise

1/4” diameter hole for
a variety of fasteners

Metal ribs deliver extra 
strength throughout the clip

Strong column design provides a 
small percentage of contact area 
with the building structure

Equipped with engineered  
pre-attached fire washer 
for faster installation

Unique 2-step locking system
allows for furring channel to
be ‘locked’ in place

Solve the problem of noise transfer in high density applications with Resilmount®. Our sound isolation clips lock into place on 
standard furring channels for an easy and effective solution to unwanted noise. Resilmount clips isolate wall and ceiling systems 
from the building structure resulting in premium acoustic control.

R

Resilmount patented thermoplastic rubber outperforms standard rubber because of 
its unique natural absorbing characteristics. Resilmount’s unique sound cell design 
guards against structure borne vibrations transferring into the body of the Resilmount, 
due to its strong column design that provides a small percentage of contact surface 
area with the structure or substrate it is fastened to. This aids in absorbing and 
breaking up airborne sound at its transfer point.

Rubber Column

Sound Cell

1/4” Diameter Hole

Apartments Hotels Schools Offices Theater Hospitals

Resilmount testing results are available. Visit resilmount.com/testing for more information.
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ACOUSTIC PRODUCTS
Acoustic Products

A237

A237R

A237CR

A50R-1,-2,-3

A96R

A106R

CODE Acoustic Products Application
Max.

Load (lbs)

A237 Direct Fix Furring Channel Mount Wall / Ceiling

CODE Acoustic Products Application
Max.

Load (lbs)

A237R Direct Fix Furring Channel Mount Wall / Ceiling 37

CODE Acoustic Products Application
Max.

Load (lbs)

A237CR CRC Channel to Furring Channel Sound Isolation Clip Ceiling 37

CODE Acoustic Products Application
Max.

Load (lbs)

A50R-1 Resilient Sound Isolation Hanger - Red Ceiling 65

A50R-2 Resilient Sound Isolation Hanger - Black Ceiling 120

A50R-3 Resilient Sound Isolation Hanger - Blue Ceiling 200

CODE Acoustic Products Application
Max.

Load (lbs)

A96R Furring Channel to Purlin Resilient Clip Ceiling 48

CODE Acoustic Products Application
Max.

Load (lbs)

A106R Furring Channel to Purlin Resilient Clip Ceiling 22
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Acoustic Products

A24R

A48R

A130R

MBFR

A237BR

A72R

CODE Acoustic Products Application
Max.

Load (lbs)

A24R Resilient Clip Joiner Bracket Wall

CODE Acoustic Products Application
Max.

Load (lbs)

A48R Resilient Mount Right Angle Bracket Wall 48

CODE Acoustic Products Application
Max.

Load (lbs)

A130R Resilient Heavy Duty Mounting Bracket Wall 110

CODE Acoustic Products Application
Max.

Load (lbs)

MBFR Adjustable Direct Fix Furring Channel Sound Isolation Clip Wall

MBF BetaFix Adjustable Direct Fixing Clip Wall / Ceiling 120

CODE Acoustic Products Application
Max.

Load (lbs)

A237BR Bar Joist to Furring Channel Sound Isolation Clip Ceiling 37

CODE Acoustic Products Application
Max.

Load (lbs)

A72R Resilient Mount Double Right Angle Bracket Ceiling 110

ACOUSTIC PRODUCTS
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Acoustic Products

A326R

A481R

A482R

CODE Acoustic Products Application
Max.

Load (lbs)

A326R Static Deflection Direct-Fix Resilient Hanger Ceiling

CODE Acoustic Products Application
Max.

Load (lbs)

A481R Static Deflection Wall Brace Wall

A482R Static Deflection Wall Brace Wall

CODE Acoustic Products Application
Max.

Load (lbs)

A482R Static Deflection Wall Brace Wall
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EzyCap Cased Openings and Wall Ends
EzyCap® is an economical way to cap wall ends and prevent damage from wear and tear 
in high traffic areas over time, keeping masterpiece designs intact for years to come.

• Patented one-piece steel wall end cap.

• Saves time on-site with a simple slip-fit installation.

• Reduces compound usage for wall ends.

• Available in custom lengths & made-to-order sizing for cased openings.

• Has superior durability to typical drywall face wall ends, perfect for high traffic areas.

• Specially formulated surface finish for seamless connection with the drywall.

• American made from 30 mils Galvanneal A60 US Steel.

• Suits wall thicknesses: 3-1/2”, 3-3/4”, 4-1/2”, 4-3/4”, 4-7/8”, 6-3/4”.

• Available in standard 10’ lengths and 20ga material. Custom wall thicknesses, lengths 
and 18ga material available on request.

Create a premium trim-free, square-set interior finish with EzyReveal®; the steel window 
reveal that eliminates the need for moldings and trims.

Using a metal reveal is more durable than wood, as it doesn’t warp or crack over time, 
especially in sun-exposed areas.

• Pre-punched perforated sides allow for easy fixing.

• Designed for quick and economical finishing of reveals from 13/16” to 10-1/2”.

• 18 standard widths to suit various applications. Custom widths available.

• Specially formulated surface finish for seamless connection with the drywall.

EzyReveal Flush Steel Window Reveals

AluBase Shadowline Baseboard

AluBase® shadowline baseboard is a modern alternative to traditional wood baseboards.  
AluBase is equipped to suit modern residential finishes and commercial office environments.

• One piece profile manufactured from high-quality aluminum.

• Excellent resilience to wear and impact.

• Supplied in natural anodized finish, ready to be painted or available with powder coating.

• Easy to install using the required straight and corner connector joiners.

• Available in flat or shadowline profile.

• Baseboard height is 4”. Shadowline reveal is 3/8”. Length is 12’.

DRYWALL FINISHING SECTIONS
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EzyCap Wall Ends

EZYCAP WALL ENDS

CODE EzyCap Wall Ends Width (in)
Design 
Thick.

EC92-358100 3-5/8” EzyCap Wall End for 3-1/2" Wall Thickness 3-1/2" 0.029

EC98-378100 3-7/8” EzyCap Wall End for 3-3/4" Wall Thickness 3-7/8" 0.029

EC118-458100 4-5/8” EzyCap Wall End for 4-1/2" Wall Thickness 4-5/8" 0.029

EC124-478100 4-7/8” EzyCap Wall End for 4-3/4" Wall Thickness 4-7/8" 0.029

EC127-5100 5” EzyCap Wall End for 4-7/8" Wall Thickness 5" 0.029

EC175-678100 6-7/8” EzyCap Wall End for 6-3/4" Wall Thickness 6-7/8" 0.029

a

DRYWALL FINISHING SECTIONS

EzyReveal Window Reveals

EZYREVEAL WINDOW REVEALS

CODE EzyReveal Window Reveals Width (in)
Design 
Thick.

RA20-1316100 13/16” EzyReveal Window Reveal Angle 13/16" 0.029

RA25-1100  1” EzyReveal Window Reveal Angle 1" 0.029

RA35-138100 1-3/8” EzyReveal Window Reveal Angle 1-3/8" 0.029

RA45-134100 1-3/4” EzyReveal Window Reveal Angle 1-3/4" 0.029

RA50-2100 2” EzyReveal Window Reveal Angle 2" 0.029

RA60-238100 2-3/8” EzyReveal Window Reveal Angle 2-3/8" 0.029

RA65-2916100  2-9/16” EzyReveal Window Reveal Angle 2-9/16" 0.029

RA80-318100 3-1/8” EzyReveal Window Reveal Angle 3-1/8" 0.029

RA90-3916100  3-9/16” EzyReveal Window Reveal Angle 3-9/16" 0.029

RA100-4100 4” EzyReveal Window Reveal Angle 4" 0.029

RA110-438100 4-3/8” EzyReveal Window Reveal Angle 4-3/8" 0.029

RA120-434100 4-3/4” EzyReveal Window Reveal Angle 4-3/4" 0.029

RA138-512100 5-1/2” EzyReveal Window Reveal Angle 5-1/2" 0.029

RA150-6100 6” EzyReveal Window Reveal Angle 6" 0.029

RA265-1012100 10-1/2” EzyReveal Window Reveal Angle 10-1/2" 0.029

a
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1. GENERAL: Goods supplied by Studco Building Systems US, LLC (“Studco”) are supplied upon 
the following Terms and Conditions of Sale (these “Terms and Conditions”), and not otherwise. 
Studco expressly rejects any conditional sales order placed by the purchaser (“Customer”).

CUSTOMER UNDERSTANDS AND AGGREES THAT, NOTWITHSTANDING THE FACT THAT 
CUSTOMER MAY NOT EXECUTE THESE TERMS AND CONDITIONS. STUDCO SHALL PROVIDE 
THE GOODS IN RELIANCE ON THE PROVISIONS OF THESE TERMS AND CONDITIONS. 
UNMODIFIED BY ANY ORAL OR WRITTEN STATEMENTS BY CUSTOMER OR BY ANY TERMS 
CONTAINED IN A PURCHASE ORDER OR OTHER WRITING OR THE CUSTOMER.ALL ORDERS 
PLACED WITH STUDCO CONSTITUTE THE ACKNOWLEDGEMENT AND ACCEPTANCE OF ALL 
TERMS AND CONDITIONS STATED HEREIN.

2. PURCHASE ORDERS: A Purchase Order shall be deemed an offer by Customer to purchase 
the Goods, which offer shall include these Terms and Conditions in their entirety. Studco may 
accept such offer by wither dispatching the Goods to Customer or by giving written notice to 
Customer of its intent to accept such offer. 

CUSTOMER UNDERSTANDS AND AGREES THAT ANY AND ALL TERMS AND CONDITIONS THAT 
MAY BE SET FORTH IN A CUSTOMER PURCHASE ORDER (AND ALL OTHER DOCUMENTS 
SUBMITTED BY CUSTOMER TO STUDCO IN CONNECTION THEREWITH) THAT ARE NOT 
CONSISTENT WITH THE TERMS AND CONDITIONS SET FORTH HEREIN, SHALL BE VOID 
AND OF NO EFFECT WHATSOEVER. AS SUCH, STUDCO SHALL NOT BE DEEMED TO HAVE 
ACCEPTED ANY TERMS AND CONDITIONS IN A CUSTOMER PURCHASE ORDER THAT ARE 
INCONSISTENT WITH THESE TERMS AND CONDITIONS. 

3. ACCEPTANCE/RETURN: All orders for Goods shall be subject to acceptance by Studco as 
directed by Studco. Customer shall not return and Goods actually delivered to Customer without 
the consent of, and upon terms agreed to, by Studco. Studco may, in its absolute discretion, 
accept the return of standard Goods to the credit of the Customer provided that such Goods are 
returned to its factory unused and undamaged before the expiration o 14 days after their delivery 
to Customer and Customer agrees to pay a handling and administration change equal to 10 per 
cent of the price. No returns of special products will be accepted. 

4. CLAIMS: No claims in reference to items covered by these Terms and Conditions will be 
recognized unless made in writing within 7 days of delivery. If no such claim is made, Studco 
and Customer will understand that the Goods have been accepted. By accepting the Goods, 
Customer acknowledges that Studco’s performance has fully satisfied all terms, conditions and 
specifications. 

5. PRICE: The price is that price quoted by Studco in respect of the particular order and not in 
any brochure or other product information published. Prices do not include sales, use, excise, or 
similar taxes. Consequently, the amount of any present or future sales, use or similar tax applica-
ble to the sale or use of the Goods shall be paid by Customer. The Customer shall arrange or bear 
the cost of delivery, freight and insurance, unless otherwise agreed to in writing by Studco. A price 
quotation not accepted by Customer within 30 days may be changed by Studco. 

6. PAYMENT/DELINQUENCY CHARGE: Payment terms are net thirty (30) days from the date of 
Studco’s invoice. Studco reserves the right to charge interest at one and one-half (1-1/2) percent 
per month, or eighteen (18) percent per annum, on all balances not paid by Customer within the 
designated net terms. Studco reserves the right to require payment prior to the time of shipment 
if, in Studco’s opinion, exercised in Studco’s subjective judgment, Customer’s financial condition 
has deteriorated or the risk of non-payment has otherwise increased. 

7. DELIVERY AND FREIGHT CHARGES: All delivery dates are approximates only and basked 
upon prompt receipt of all necessary information from Customer. Notwithstanding any request 
by Customer, Studco shall ship Goods to Customer via transportation as determined by 
Studco and will be observed subject to Studco’s ability to effect transport by available means. 
Rick of loss shall pass to Customer at the F.O.B. point. Studco will not be responsible or liable 
for any loss or damage whatsoever, including loss of income and/or profits, incidental, special 
or consequential damages, resulting from any delay in or failure of performance of supply or 
delivery of Goods whatsoever. 

8. LIMITED WARRANTY/DAMAGES: Studco warrants that Goods sold hereunder shall be free 
from defects in material and workmanship at the time of shipment from Studco’s facility or other 
place of shipment. THIS LIMITED WARRANTY IS THE ONLY WARRANTY MADE BY 
STUDCO, AND IS IN LIEU OF ALL OTHER WARRANTIES. EXPRESS OR IMPLIED 
ALL OTHER WARRANTIES WHETHER EXPRESS, IMPLIED, STATUTORY, OR 
OTHERWISE CREATED UNDER APPLICABLE LAW, INCLUDING BUT NOT LIMITED 
TO ANY WARRANTY OF MERCHANTABILITY, FITNESS FOR A PARTICULAR 
PURPOSE OR USE, OR NON-INFRINGEMENT, ARE EXPRESSLY DISCLAIMED 
AND EXCLUDED, IN NO EVENT SHALL STUDCO BE LIABLE (AND CUSTOMER 
SHALL NOT ASSERT ANY CLAIM) FOR SPECIAL, INCIDENTAL, COMPENSATORY 
OR CONSEQUENTIAL DAMAGES, INCLUDING LOSS OF PROFITS. CUSTOMER’S 
SOLE AND EXCLUSIVE REMEDIES UNDER THIS WARRANTY SHALL BE LIMITED 
AT STUDCO’S EXCLUSIVE DISCRETION, TO: (1) REPLACEMENT OF ANY 
DEFECTIVE GOODS OR PART THEREOF: (2) REPAIR OF ANY DEFECTIVE FOODS 
OR PART THEREOF: OR (3) RETURN OF THE PURCHASE PRICE FOR ANY 
DEFECTIVE GOODS OR PART THEREOF: IN NO EVENT SHALL CUSTOMER SEEK 
OR RECOVER PUNITIVE OR EXEMPLARY DAMAGES. The warranty and remedy 
set forth above are conditioned upon the proper storage, use and maintenance of 
the Goods and conformance with all applicable recommendations of Studco with 
respect to the Goods. No agent, employee or representative of Studco (or any dis-
tributor, dealer or sales representative of Studco) has the authority to bind Studco to any 
affirmation, representation or warranty concerning the Goods sold hereunder, and unless such 
affirmation, representation or warranty is specifically included in these Terms and Conditions. It 
shall not form a part of the basis of these Terms and Conditions and shall in no way be binding 
upon Studco or enforceable by Customer. Except as expressly agreed to by Studco in writing, the 
Goods are not rated or certified for any particular application or environment. 

9. INDEMNITY: Except as otherwise expressly set forth in these Terms and Conditions, Customer 
hereby releases and agrees to defend, indemnity and hold Studco, and its respective employees 
and agents, harmless from and against any and all claims, losses, liabilities, damages or expens-
es whatsoever, including any arising from any alleged injury to person, property or business, 
arising from or in any way relating, directly or indirectly, to the delivery, assembly, erection, instal-
lation, use or repair of the Goods and/or any related or other claims or losses, whether or not 
caused by Customer and/or its agents or employees or any of their acts, omissions or negligence. 

10. FAILURE BY CUSTOMER: If Customer fails to perform any of its obligations under these 
Terms and Conditions, or in the event of death, bankruptcy or insolvency of Customer, dissolution 
or modification of Customer, or non-payment for the goods shipped. Studco shall have the right to 
cancel this contract with Customer or to postpone the shipment, or to stop the goods in transit, 
and Customer shall reimburse Studco for any loss, damage and expense sustained there from. 

11. RETENTION OF TITLE: All Goods are supplied subject to retention of title of Studco. The 
Goods remain the property of Studco until complete payment of all amounts due to Studco 
arising from all business transactions between Studco and the Customer. Prior to use or resale 
of the Goods, the Customer shall maintain them in an identifiable condition in store or on site. 
The Customer may resell the goods in the ordinary course of business, subject to maintaining 
Studco’s rights against the Goods, and acting as fiduciary in recovering payment for the Goods 
and segregating such proceeds for the account of Studco until Studco is paid in full. The 
Customer assigns to Studco any claim or rights against sub-purchasers in order to enable Studco 
to make full recovery of monies owed. In the event of the failure of Customer to pay for the Goods 
or in the event of the appointment of a receiver, trustee, assignee for benefit of creditors, liquida-
tor, or other agent in possession or in the event of the filing of an execution against the Goods. 
Studco may enter the Customer’s premises or the location where the Goods may be stored or 
installed and recover them, or appoint an agent in writing to do so. The Customer acknowledges 
and guarantees such right of entry during normal business hours. The Customer hereby irrevo-
cably grants in favor of Studco an irrevocable license to attend at and access any premises at 
which any of the Goods supplied by Studco are located for the purposes of retrieval of the same 
in the event of default in payment by the Customer for such Goods. 

12. COMPLIANCE WITH LAWS AND STANDARDS, AND SAFETY PRECAUTIONS: Customer 
shall comply with and be responsible for all federal, state, and local laws, regulations and ordi-
nances (including building codes) and all industry standards which are or may hereafter be in 
effect from time to time with respect to selection, installation and/or of the Goods. Customer shall 
exercise suitable safety precautions and shall require employees to follow all installation and use 
procedures and recommendations as may be published by Studco, including preventing injury or 
damage to person or property. It is Customer’s responsibility to provide all the means that may 
be necessary to effectively protect all employees and other persons form serious bodily injury 
which otherwise may result from the method of installation or use of the Goods. If Customer fails 
to comply with the provisions of this paragraph or the applicable standards or regulations afore-
mentioned, Customer shall indemnify and save Studco, and its respective employees and agents, 
harmless from and against all claims, losses or damages arising there from. 

13. FORCE MAJEURE: Studco’s obligations hereunder are subject to, and Studco shall not be 
held responsible for, and delay or failure to make delivery of all or any part of the Goods due to 
acts or circumstances beyond the control of Studco, including, but not limited to, labor difficul-
ties, fires, casualties, accidents, acts of God, acts of war or terror, transportation difficulties, 
inability to obtain products, materials or components or qualified labor sufficient to timely perform 
part of all of any obligation or governmental regulations or actions. In the event of the occurrence 
of any of the foregoing at the option of Studco, Studco shall be excused from the performance 
hereunder of the performance of the Studco shall be correspondingly extended. 

14. NO WAIVER: Studco does not waive any of its legal rights or remedies in respect of these 
Terms and Conditions or the Goods and shall not be waiver made by its employees or agents on 
a particular occasion. Any failure by  Studco to enforce at any time any term or condition hereof 
shall not be considered a waiver of Studco’s right thereafter to enforce the same or any other 
term or condition hereof. 

15. GOVERNING LAW: This agreement and any sale of Goods to Customer shall be deemed 
to have been made in and governed by the substantive laws of the State of New York, without 
regard to choice-of-law provisions. Any dispute concerning the Goods of the terms of their pur-
chase and sale may only be litigated in the courts in Monroe County, New York, and Customer 
expressly consents and submits to the jurisdiction of said courts. 

16. EFFECT OF OTHER AGREEMENTS: These Terms and Conditions, and the Studco quotation 
or purchase order to which they are attached, constitute the entire agreement between Studco 
and Customer’s purchase and sale of Goods from Studco, and Studco’s liability therefore, and 
supersede any and all prior or contemporaneous written or oral agreements, correspondence, 
quotations, understandings, negotiations or discussions between the parties relating to the sub-
ject matter hereof. It is expressly agreed that any brochures, sales literature, on-line materials or 
other materials of Studco, have been provided for informational purposes only, have not been 
relied upon by Customer, do not form or give rise to any warranty, and are superseded by these 
Terms and Conditions. 

17. SEVERABILITY: If any term or condition or part of these Terms and Conditions is held by a 
court of competent jurisdiction to be invalid, illegal or unenforceable in any respect, the remaining 
terms and conditions hereof shall not be affected thereby and the effect thereof shall be con-
firmed to the provisions as to which such adjudication is made. 

18. BINDING EFFECT: These Terms and Conditions shall be binding upon the successors, legal 
representative, and permitted assigns of Customer and Studco.

19. MODIFICATION: These Terms and Conditions may not be modified, cancelled, or assigned 
unless Studco agrees in writing. 

20. ATTORNEY’S FEES: Reasonable attorney’s fee and costs shall be awarded to Studco if 
it is the prevailing party in any legal proceedings to recover amounts due for Goods sold to 
Customer, or in any legal proceedings involving the enforcement or interpretation of these Terms 
and Conditions. 

STUDCO BUILDING SYSTEMS US, LLC TERMS AND CONDITIONS OF SALE:
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HEADING

Call your nearest distributor 
or speak to the Studco team at

1 800 675 8023

Studco Building Systems US LLC
1700 Boulter Industrial Parkway

Webster, NY 14580
T: +1 800 675 8023 
F: +1 585 545 3010

E: sales@studcosystems.com
W: www.studcosystems.com

LEADERS IN INNOVATIVE BUILDING PRODUCTS
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