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ASTM INFORMATION
All products manufactured by Studco Building Systems are certified to meet or exceed all applicable American Society for Testing & Materials standards as listed below. Studco Building 
Systems is also accredited to ISO9001- an internationally recognized standard - and an established member of the Steel Stud Manufacturers Association (SSMA).

Material Specifications (ASTM)

• All STUDCO Drywall Nonstructural framing members conform to A1003 - A1003 is the 
Standard specification for steel sheet, Carbon, Metallic- and Nonmetallic- Coated for Cold
Formed Framing Members.

Coating Specifications (ASTM)

• All STUDCO Drywall Nonstructural framing members conform to C645 -  C645 is the
Standard specification for Nonstructural Steel Framing Members.

Product Specifications (ASTM)

• All STUDCO Drywall Nonstructural framing members conform to C645 -  C645 is the
Standard specification for Nonstructural Steel Framing Members.

All Drywall Nonstructural products have a G-40 minimum weight conforming to ASTM 
Specification A1003 or have a protective coating with the industry standard requirements 
of ASTM C645.

All Drywall studs conform to U419, U465 & U411 Standards for Fire Rated Assemblies.

SUBMITTAL SHEET 
Vortex A123 Isolation Clip

PRODUCT CODES:
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For Sales Inquiries, please contact Studco Building Systems on 800.675.8023
Studco Building Systems US LLC 1700 Boulter Industrial Parkway Webster NY 14580 USA www.studcosystems.com

PRODUCT DESCRIPTION

The A123 Vortex Isolation Clip is designed to eliminate metal-on-metal 
contact between the CH-Stud and connecting top/bottom tracks 
in Shaftwall applications.

FEATURES

Complete isolation of CH-Stud interface in Shaftwall installations - no 
metal-on-metal contact.

Full width protection of the stud flange.

Hard wearing polymer construction for longevity.

Highly visible and protrudes past the track flange for quick visual QA 
confirmation of installation.

INSTALLATION

Contact Studco’s technical team for custom solutions on 800 675 8023 
or email sales@studcosystems.com.

APPLICATION
For use within the Studco Vortex High Performance Framing System for 
creaking mitigation in multi-story buildings. Pair with Vortex Segmented 
Rebate Track and CrocStud steel framing to complete the Vortex High 
Performance Framing System. 

PRODUCT RANGE

Ordering Information

Product 
Code

Product Info
Stock 
Pack

Box 
Weight

A123 Vortex Isolation Clip for Shaftwall 1000 7.58 lbs

A123 PROFILE

A123 INSTALLATION

SUSTAINABILITY & LEED
LEED credit MR 2.1 (1 point)
LEED credit MR 2.2 (1 point)
LEED credit MR 4.1 (1 point)
LEED credit MR 4.2 (1 point)
LEED credit MR 5.1 (1 point)
LEED credit MR 5.2 (1 point)
ISO14001:2015 certified company
Total recycled content 32.7%
(Content: post consumer 25.5%, pre consumer 6.8%)


